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JAPANESE INDUSTRIAL STANDARD JI1S8

Method of Vibration Test for Packaged Freights Z 0232-1987

1. | ‘Scope

This Japanese Industrial Standard specifies methods of test for degree
of damage of contents or package, effects of vibration prevention, and
buffer of package and the effects of resonance due to vibration received
during transportation process of packaged freights.

- - Remark: The units and numerical values given in { } in this stand-
ard are in accordance with the traditional units, and are
currently the criteria in force.

2. Pretreatment

The specimens shall be pretreated according to JIS Z 0203 prior to
test.

In this case, the temperature and humidity cohditionsvof pretreatment
shall be determined according to the purpose of test. :

Further, water immersion, water spray, etc. shall be executed as
required, ' :

3. Specimens

3.1 The specimens shall be the package put-in with the actual contents
or the similar contents thereto. Packaging of specimens shall be carried
out under the same condition as that of all shippings and be executed with
air-tight sealing, seal, tying bundling, etc. as required.

3.2 Designating of specimens shall be in accordance with JIS Z 0201.

Further, containers other than rectangular parallelepiped and circular
cylinder shall also be marked by a suitable method equivalent thereto.

3.3 The number of specimens should preferably be not less than three.

' Applicable Standards:

8 JIS Z 0201-Method of Designating Component Parts and Points of
Containers for Test

JIS Z 0203-Conditioning of Packaged Freights for Testing
Corresponding International Standards:

ISO 2247-Packaging-Complete, filled transport packages-Vibration test
at fixed low frequency

ISO 8318-Packaging-Complete, filled transport packages~Vibration tests
using asinusocidal variable frequency
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