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. JAPANESE INDUSTRIAL STANDARD JIS

Test Methods for Flat Pallets Z 0602-1988

1. Scope

This Japanese Industrial Standard specifies test methods for flat pallets,
hereinafter referred to as pallets.

2. Classification of Tests

The tests shall be classified into four classes as shown in the following.

(1) Compression Test for Stringers or Blocks (Hereinafter referred to as
"Feet Part") The test to examine the strength to compressive load
of feet part by applying compressive load in vertical direciton to
feet part of pallet.

i (2) Bending Test The test to examine the strength to bending of pallet
‘ by applying concentrated load on two places on upper surface with
supporting horizontally the both ends of pallet.

(3) Under Surface Deck Board Test The test to examine the strength
to bending of under surface deck board of second step pallet at step
loading.

(4) Drop Test The test to examine the strength to deformation and the
like due to drop impact by dropping the pallet in diagonal-line
direciton from a definite height. '

3. Test Apparatus

3.1 Loading Apparatus The compression testing machine according to
JIS B 7733 or an apparatus equivalent thereto or an apparatus to apply
load(?) by using weight.

Note (*) The test load includes the mass of upper surface compression
’ member and loading board.

‘ Applicable Standard:

JIS B 7733-Compression Testing Machines
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