JIS Zx0bOY 49 MM 4933608 0074248 1 WA T

UDC 621.869.821:674

JAPANESE INDUSTRIAL STANDARD

Wooden Flat Pallets
@ JIS Z 06045

Translated and Published

by

Japanese Standards Association

Documents
Printed in Japan 68

7. 06041 document details: JIS Z 0604 0


http://www.avadocuments.com/doc/jis-z-0604-0
http://www.avadocuments.com/doc/jis-z-0604-0

JIS Zx0bO4Y 89 WE 4933608 0074249 3 WM

In the event of any doubt arising,

the original Standard in Japanese is to be final authority.

Documents

Document Sharing Hub

Copyright by the Japanese Industrial Standards
Fri Sépul%id4604h R0k ails: JIS Z 0604 0



http://www.avadocuments.com/doc/jis-z-0604-0
http://www.avadocuments.com/doc/jis-z-0604-0

JIS Zx0b0O4 89 WM 4933L04 0074250 T EN

1. Scope

UDC 621.869.821:674
JAPANESE INDUSTRIAL STANDARD JIS
Wooden Flat Pallets Z 0604-1989

This Japanese Industrial Standard specifies the wooden flat pallets to be used repeatedly, hercafter
referred to as the "pallets”,

2.  Definition

For the purpose of this Standard main definitions are in accordance with JIS Z 0106, and in addition
the following applies.

maximum loading mass The maximum mass capable of loading at the use of pallet.

3. Name of Each Part

The name of each part shall be as shown in Fig. 1.
4. Types, Classification, Maximum Load Mass and Size

41 Typesand Symbols Types and symbols of pallets shall be as shown in Table 1.

. Table 1
Type Symbol Remark
Single decked S Deck boards are provided only on upper surface.
. Deck boards are provided on both sides, but, loading
ggrgggg o 5 ouble Non-reversible D surface is only one side. ’
decked Reversible R Deck boards and loading surface are provided on both
surfaces.
Two-way 2 Entries are provided in two opposite directions.
A '. Blocks are used and entries are provided in four
3’;‘;‘:&;’“ Four- Block 4 directions of front and rear, right and left.
way Entries are provided in four directions of front and
Parallel four-way P4 rear, right and left and two directions are notched.
Non-wing - No wing is provided.
With or -
without Single-wing U Wings are provided on upper deck boards.
wing
. i Wings are provided on both upper and lower surface
Double-wing W deck boards.
Applicable Standards;

JIS A 5508-Round Wire Nails

JIS G 3532-Low Carbon Steel Wires
JIS Z 0106 -Glossary of Terms Relating to Pallets

JIS Z 0602 -Testing Methods for Flat Pallets

Reference Standards:

JIS Z 0601 -Flat Pallets for Through Transit

‘ JIS Z 0603 -Flat Pallets
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