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JAPANESE INDUSTRIAL STANDARD JIS
. Wooden Flat Pallets Z. 0604-1989

1. Scope

This Japanese Industrial Standard specifies the wooden flat pallets to be used repeatedly, hereafter
referred to as the "pallets”,

2.  Definition
. For the purpose of this Standard main definitions are in accordance with JIS Z 0106, and in addition
¢ the following applies.

maximum loading mass The maximum mass capable of loading at the use of pallet.
3. Name of Each Part
The name of each part shall be as shown in Fig. 1.
4. Types, Classification, Maximum Load Mass and Size
41 Tyﬁes and Symbols Types and symbols of pallets shall be as shown in Table 1.

. ) Table 1

Type Symbol Remark
Single decked S Deck boards are provided only on upper surface.
. Deck boards are provided on both sides, but, loading
ggrgggg to Double Non-reversible D surface is only one side. ’
decked Reversible R Deck boards and loading surface are provided on both
surfaces.
Two-way 2 Entries are provided in two opposite directions.
N '. Blocks are used and entries are provided in four
f))fn(;ﬁgm Four- Block 4 directions of front and rear, right and left.
way Entries are provided in four directions of front and
Parallel four-way P4 rear, right and left and two directions are notched,

Non-wing — No wing is provided.
With or - .
without Single-wing U Wings are provided on upper deck boards.
. wing . .
Double-wing W X‘anlglsa g;(;, Sfowded on both upper and lower surface
Applicable Standards:

JIS A 5508-Round Wire Nails
JIS G 3532-Low Carbon Steel Wires
JIS Z 0106 -Glossary of Terms Relating to Pallets
JIS Z 0602 -Testing Methods for Flat Pallets
Reference Standards:
JIS Z 0601 -Flat Pallets for Through Transit
‘ JIS Z 0603-Flat Pallets
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