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UDC 621.869.821:669
. JAPANESE INDUSTRIAL STANDARD JIS
‘ : Metal Flat Pallets Z 0605-1989
1. Scope
This Japanese Industrial Standard specifies the steel flat pallets for repeated use, hereafter referred
to as the "pallets”.

2.  Definition

o The terms used in this Standard mean as follows and others shall be as specified in JIS Z 0106.

maximum carrying mass The maximum mass which can be carried by the pallet during its use.

3. Pait Names
The names of respective parts of pallets shall be as shown in Fig. 1.
4, Types, Classes, Maximum Carrying Mass and Size
41 Types and Symbols The types and their symbols of pallets shall be as shown in Table 1.

Table 1
" Type Symbol Remarks
Single-decked type S Deck board being present only on the upper side.
. . Deck boards being present on both sides, with
Working | pouble- | Irreversible type D loading surface ongl)? on one side.
surface decked
type . Deck boards being on both sides, with loading
Reversible type R surfaces on both s%des.
Entries being present in two opposite directions of
Two-wa e 2
Dfirections yop pallet.
of entries . . : .
Entries being present in four directions — front, back,
Four-way type 4 left and right of pallet, ’
ing- - Wings being absent.
Presence Wing-free type g S
or Single-wing type U Wing being present on upper side deck board.
. absence
of wings Double-wing type Wings being present on upper and lower side deck

|I w boards.

‘ Applicable Standards and Reference Standard: See pages 6 and 7.
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