JIS Zx0blk 91 B 4933608 008751k T WA

"JIS

UDC 621.869.82

| JAPANESE INDUSTRIAL STANDARD

Post pallets

JIS Z 0616+

Translated and Published
by

Japanese Standards Association

Documents

Printed in Japan ) 48

7. 067! document details: JIS Z 0616 O



http://www.avadocuments.com/doc/jis-z-0616-0
http://www.avadocuments.com/doc/jis-z-0616-0

| TTC 7enL1L 91 B uga-inn chRocie A = ]
JIS Zx0blb 91 EM 4933608 0087517 1 WM -

In the event of any doubt arising,

the original Standard in Japanese is to be final authority.

Documents

Document Sharing Hub

Copyright by the Japanese Industrial Standards
Fri Sépul%d4:68:0 R0k ails: JIS Z 0616 0


http://www.avadocuments.com/doc/jis-z-0616-0
http://www.avadocuments.com/doc/jis-z-0616-0

—

JIS Zx0blb 91 MM 4933604 0087514 3 EE/

UDC 621.869.82
JAPANESE INDUSTRIAL STANDARD JIS
. Post pallets Z 0616-1991

1. Scope

This Japanese Industrial Standard specifies post pallets used repeatedly for transport
material handling and transportation, and white are capable of storing with step loading.

- Remarks 1. The following Standards are_cited in this Standard:
JIS Z 0106- Glossary of Terms Relating to Pallets
. JIS Z 0602- Test Methods for Flat Pallets

2. In this Standard, the units and numerical values shown in { } are in accordance
with the traditional units, and are appended for informative reference.

2. Definitions

For the purposes of this Standard, the main definitions are as given in JIS Z 0106. The fol-
lowing also apply:

(1) maximum load mass The maximum mass that can be loaded onto a post pallet.

‘ ' (2) effective height The height from the loading surface of a pallet to the lower and of post
pallet of the next step.

(3) maximum stacking steps The maximum number of steps of stacking when the maximum
load mass is loaded onto each post pallet.

3. Types and Maximum Load Mass

3.1 Types and Symbols The types and symbols of post pallets shall be as given in Table 1
(Refer to Fig. 1).

Table 1. Types and Symbols

Type Symbol Remarks
Fixed type PF The load is fixed to the post.
Folding type PM The post can be folded, as required.
Detaching type PC The post can be detached, as required.
. 3.2 Maximum Load Mass The maximum load masses of post pallets shall be 0.3t,0.5¢, 1¢,
15tand 2 ¢, .
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