JIS Zx1407 69 W 4933608 00744598 2 W _ T

UDC 621.798.12:674.6

JAPANESE INDUSTRIAL STANDARD.

Wirebound Boxes

JIS Z 1407+

Translated and Published
by

Japanese Standards Association

Documents

Document Sharing Hub
Printed in Japan : 98

Full document details: JIS Z 1407-1989


http://www.avadocuments.com/doc/jis-z-1407-1989
http://www.avadocuments.com/doc/jis-z-1407-1989

JIS Zx1407 89 WM 4933608 0074459 4 EE

In the event of any doubt arising,

the original Standard in Japanese is to be final authority.

Documents

Document Sharing Hub

Full document details: JIS Z 1407-1989


http://www.avadocuments.com/doc/jis-z-1407-1989
http://www.avadocuments.com/doc/jis-z-1407-1989

JIS Zx1407 89 MM 4933L04 DO74500 7 WA

UDC 621.798.12:674.6
‘ JAPANESE INDUSTRIAL STANDARD JI1S

Wirebound Boxes Z 1407-1989

1. Scope

This Japanese Industrial Standard specifies closed wirebound boxes (!) used
for transport packaging.

Note (!) Wirebound boxes mean packaging containers made of veneers,

plywoods, sawn boards or hard fibreboards and combination with
battens, wires and staples.

2. Classification

Wirebound boxes shall be classified according to use, structure of trunk batten
and mitre method of wire ends as given in Tables 1 to 3.

. Table 1. Classification by Use
Classification Mass of contents
Domestic use 225 kg max.
Export use 135 kg max.

Applicable Standards:
' JIS A 5508-Round Wire Nails
JIS A 5907-Hard Fibreboards
JIS G 3141-Cold Rolled Carbon Steel Sheets and Strip
JIS G 3532-Low Carbon Steel Wires
JIS Z 0202-Method of Drop Test for Packaged Freights
Reference Standards:

Japanese Agricultural Standard of Sawn Timber (Notification No. 877 of the
Ministry of Agriculture and Forestry)

Japanese Agricultural Standard of Ordinary Plywood (Notification No. 383 of
the Ministry of Agriculture and Forestry)

. Japanese Agricultural Standard of Veneers (Notification No. 383 of the
Ministry of Agriculture and Forestry)
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Table 2. Classification by Trunk Batten I
Classification Structure of trunk batten Remark
. : The trunk batten is attached
Inside trunk batten type at inside of box Refer to
The trunk batten is attached Fig. 1
Outside trunk batten type at outside of box
Fig, 1. Structure of Trunk Batten
Inside Trunk Batten Type Outside Trunk Batten Type
Inside trunk Outside trunk
batten hatten ; .
Table 3. Classification by Mitre Method of Wire End
Classification _ Mitre method of wire end Remark
Seal with twisted together of ends of trunk
Type A : . \
winding wires three times or more Refer to
Fig. 2
Type B Ear ring type seal

Fig. 2. Mitre Method of Wire Ends

Type A Type B

3. Drop Strength

The wirebound box, when subjected to the test according to 7., shall not be
confirmed with a clear change on the outside surface of box. However, depending
upon agreement between the parties concerned with delivery, the test may be
abbreviated. '
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4, Structure

4.1 General Conditions The wirebound box shall consist of trunk and end as
shown in Fig. 3 and, be designed to. reduce the volume as far as possible with
taking into consideration the following several conditions.

Fig. 3. An Example of Wirebound Box

Assembly Drawing Development

End Trunk (2)

Side plate X
Ry
@ =~ Trunk plate
End End plate

Note (%) The trunk means the continuous trunk body part consisting of a
cover, bottom plate and side plates which are made as shown in
figure by attaching battens with four trunk plates (veneers,
plywoods, sawn boards or hard fibreboards) and by staple mitre
with wires.

(1) Design Elements This Standard specifies the structure and member
dimensions required for loads to be received by ordinarily expected
~ transport, material handling, storage, etc.

Remark: Depending upon conditions of transport routes, material handling,
storage, etc. for a definite distination, special design shall be
performed.

. (2) Space The wirebound box having a fear of causing damage by
contacting of contents with inside surface of wirebound box shall be used
of buffer member or provided with spaces as required between them.

4.2  Structure of Wirebound Box  The wirebound box shall be consisted of
trunk plate, end plates and battens and, assembled by fixing end plates with battens
at both ends of trunk plate at end part and by clamping ends of wire around
the trunk plate. ' : :

(1) Trunk Plates and End Plates Trunk plates and end plates shall be as
follows:

(a) Trunk plates and end plates shall be used of veneers, plywood, sawn
board or hard fibreboard and the plate width of one sheet, not less
than 60 mm and, not mixing-used with remarkably different kind of
trees.
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