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@ JAPANESE INDUSTRIAL STANDARD JIS

Tarpaulin paper Z 1503-1995

1. Scope This Japanese Industrial Standard specifies tarpaulin papers used
for waterproof and moistureproof package. However, wrinkled tarpaulin papers
are excluded.

Remarks 1. The following standards are cited in this Standard.
JIS P 8110 Method for sampling paper for testing

JIS P 8112 Paper and board — Determination of bursting
strength by Miillen low-pressure tester

JIS P 8113 Paper and board — Determination of
tensile properties

JIS Z 0208 Testing methods for determination of the water
vapour transmission rate of moisture-proof
packaging materials (dish method)

2. The units and numerical values given in { } in this Standard
are based on the traditional units and are appended for
informative reference.

2. Classification Tarpaulin papers shall be classified into ten kinds shown
in Table 1.
Table 1.
Class 1 Class 2 Class 3 Class 4

110 | 80 60 110 | 80 60 80 60 50

3. Quality Tarpaulin papers shall meet the requirements of Table 2, their
two sheets of base paper shall be resistant to peeling, their coating film shall be
uniform, and their surface shall be free from defects detrimental to use, such as
tears, pinholes, asphalt exudation, and stains.

Further, those parts not coated with asphalt at both ends shall be within 15
mm from the respective ends.
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