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JAPANESE INDUSTRIAL STANDARD J IS5

Polyethylene Treated Paper Z 1514-1976
(Reaffirmed: 1980)

1. Scope

This Japanese Industrial Standard specifies the polyethylene treated
paper, hereinafter referred to as the "treated paper', used for waterproof and
moistureproof packaging.

Remark: The units and the numerical values given in { } in
this standard are 1in accordance with the International
System of Units (SI) and are appended for Informative
reference only.

2., Classification

. The classification of the treated paper shall be divided into Class 1,
Class 2 and Class 3 according to the strength of treated paper and furthermore
divided into the 9 classes shown in Table 1 by classifying into 15, 25 and 40
according to the water vapour permeability.

Table 1

Class 1

Class 2 15, 25, 40

15, 25, 40

3. gllﬂlitz'

The resin f£ilm of treated paper shall be uniform and shall not hawve such
defects injurious to practical use as tear, hole, soil and others on the sur-
face. Further, its quality shall conform to the requirements given in Table 2.

Applicable Standards:
JIS P 8111-Conditioning of Paper and Paperboard for Test

JIS P 8112~Testing Method for Bursting Strength of Paper and Paperboard
by Mtillen Low-Pressure Tester

JIS P 8113-Testing Method for Tensile Strength of Paper and Paperboard

JIS Z 0208-~Testing Methods for Determination of the Water Vapour Trans-
mission Rate of Moisture-Proof Packaging Materials (Dish Method)

JIS Z 8401-Rules for Rounding off of Numerical Ualueé
. Reference Standard:

JIS Z 8203-SI Units and Recommendations for the Use of their Multiples
and of Certain Other Units
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