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Sewn Kraft Paper Sacks for Sweet Potato Starch Z 1530-1982

1. Scope

¥ This Japanese Industrial Standard specifies the sewn kraft paper sacks
to be used for packing sweet potato starch, hereinafter referred to as the
"paper sacks", except reclaimed paper sacks.

-

Remark: The units and numerical values given in { } in this standard
are in accordance with the International System of Units (S1),
and are appended for reference. ’

2, Types

The paper sacks shall be divided into the three types, Types 1, 2 and 3.
’ The capacity of the paper sacks shall be 25 kg for all types.

3. Materials,

3.1 Base Paper The base paper for the paper sacks shall be Class 1 kraft
paper specified in JIS P 3401.

3.2 Sewing Thread The sewing thread used shall be as specified in JIS

L 2101 or one at least equivalent thereto in quality, having a tensile
strength of 2.5 kegf {24.5N} or more. :

3.3 Crepe Tape The crepe tape used shall be 50 mm or 55 mm in width.

4. Shape and Dimensions

The shapes of the paper sacks shall conform to Model E, Model D and
Model A specified in JIS Z 1531, for Type 1, Type 2 and Type 3, respectively,
and the finished dimensions and the tolerances thereon shall comply with
Figure and Table.

. In that, 2f denotes the full width of the crepe tape. The notations,
2%, ¢ j» k and [ denote the dimensions to be adopted as a general rule, and
the tolerances thereon are not specified.

The dimensions % and ¢ shall be determined by agreement between the
parties concerned.
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. Applicable Standards and Reference Standard: See page 5.
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