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. @ JAPANESE INDUSTRIAL STANDARD JIS

Pressure sensitive polypropylene tapes for Z 1539-1991
packaging

1, Scope

This standard specifies pressure sensitive adhesive polypropylene tapes for
packaging, hereinafter referred to as tapes, of which the base material is poly-
propylene tape and adhesive is uniformly coated on one side of the tape, mainly
used for packaging, sealing, etc.

Remarks 1. Cited standards:

JIS Z 0109-Glossary of Terms Used in Pressure Sensitive
Adhesive Tapes and Sheets

JIS Z 0237-Testing Methods of Pressure Sensitive Adhesive Tapes

. and Sheets

2. The units and numerical values given in { } in this standard
are in accordance with the conventional units and are to be
regarded as the standard. The conventional units shall be
regarded as the reference after April 1st, 1995.

2. Classification and symbols

Tapes shall be classified by the thickness of the base material, and the classi-
fication and symbols shall be in accordance with Table 1.

Table 1. Classification and symbols

Classifi- Symbol Nominal thickness of base material
cation mm
40 PP-40 0.04
‘ 50 PP-50 0.05
60 PP-60 0.06
3. Definitions of terms

The definitions of terms used in this standard shall comply with JIS Z 0109.
4. Quality
4.1 Appearance The tapes shall be wound uniformly without significant de-
formation or gapping, shall be flat on both sides, and shall be free from impedi-
mental defects in use such as adhesive transfer, folds, flaws, irregular colour, and
SO on,

The tapes can be coloured and contain printing.
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