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‘ @ JAPANESE INDUSTRIAL STANDARD - JIS

18 Liter Metal Cans ) Z 1602-1989

1. Scope

This Japanese Industrial Standard specifies 18 liter metal cans made of
metal plate (tin plate and tin free steel) to be used generally as vessels
for fats and oils, petroleum, paint, chemical medicines, foods, etc.,
hereinafter referred to as the "cans".
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Remarks: In this Standard the units and numerical values shown in { }
are conventional units and are the standard values.

2. Quality
2.1 Appearance The can shall be good in wrap clamping of top plate and
. bottom plate and in joint of can shell, and, free from strain, flaw,

wrinkle, rust, and other defects harmful to use.

2.2 Gastightness The gastightness shall be subjécted to the test of 6.1
and, the results, free from leakage and deformation.

2.3 Pressure Resistance The pressure resistance shall be subjected to
the test of 6.2 and the result, free from leakage.

2.4 Hand Ring Attaching Strength The hand ring attaching strength shall
be subjected to the test of 6.3 and the result, free from loosening off.

2.5 Sanitary Property The cans to be used for foods shall comply with
the standard reference of foods, additives, etc. of the Food Sanitation Law
(1959 (SHOWA 34), Notification No. 370 of the Ministry of Health and
Welfare).

Applicable Standards:
JIS G 3303-Tinplate and Blackplate
JIS G 3315-Chromium Plated Tin Free Steel
JIS G 3532-Low Carbon Steel Wires
JIS Z 1607-Metal Caps and Nozzles
JIS Z 3282-Soft Solder

Reference Standard:

JIS Z 8303-SI Units and the Use of their Multiples and of Certain other
Units
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