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@ JAPANESE INDUSTRIAL STANDARD JIS

Plugs and flanges for steel drums Z 1604-1995

1. Scope This Japanese Industrial Standard specifies the plugs and flanges
for steel drums (hereafter referred to as "plug and flange").

Remarks: The following standards are cited in this Standard: ‘
JIS B 0254 Screw thread limit gauges for parallel pipe threads
JIS G 3131 Hot-rolled mild steel plates, sheets and strip
JIS G 3141 Cold rolled carbon steel sheets and strip
JIS H 2201 Zinc alloy ingot for die castings
JIS H 5301 Zinc alloy die castings
2. Classification  The portion of nozzle shall be composed of a plug and a

flange and classified into 2 classes that are large and small ones according to its
size.

(1) Plug The plug shall be round in shape and classified into 2 grades
according to the kind of material that are zinc-alloy die castings and steels.

(2) Flange The flange shall be of press-in type.
3.  Quality

3.1 Appearance The plug and flange shall be free from defects that are
detrimental to practical use such as crack, strain, ripple, flaw and dust.

3.2  Quality of zinc-alloy die casting plug  The quality of the zinc-alloy die
casting plug shall conform to the requirements specified in JIS H 5301.

3.3 Dimensions of screw thread The dimensions of the screw thread shall
pass the test specified in 8.2.

3.4 Airtightness of plug When the airtightness of the plug is tested accord-
ing to 8.3, the plug shall not show leakage.

4, Construction

4.1 Plug The construction of the plug shall have claws or the like intended
to rotate the plug to fit the circular hole and shall be able to clamp to the flange
and detachable therefrom with a simple device such as a wrench.

4.2 Flange The press-in type flange shall be of a construction which is
attachable to the top plate of a steel drum.

5. Shape and dimensions

5.1 Plug The shape and dimensions of the plug shall be as given in Tables 1
and 2.
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