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. - : JAPANESE INDUSTRIAL STANDARD JIS

Codmg‘ Identlflcatlon and Markmg‘ of Fre1ght 7 1615-1987
Contamers for Internatlonal Trade :

1. Scope

This Japanese Industrial Standard specifies the coding, identification and
marking of freight containers, hereinafter referred to as the "containers",
used for carrying goods by one or more modes. of transport, w1thout inter-
mediate reloadmg, 1n 1nternat10na1 trade. '

Remark: The units and numerical values given in { } in this standard
S are in accordance with the tradltlonal un1ts and are currently
the criteria in force. :

2. Class1flcatlon of Codes and Marks

Q The class1f1cat10n of codes and marks shall conform to the followmg
1) Owner code, serial number, and check digit
(2) Country code, size code, and type code
(3) Operatlonal marks
(a) Max1mum gross and tare mass.
(b) Symbol to denote aJr/surface contalner
(¢) Warning sign of overhead electrical danger

'(d) Height mark’

o
"

. Applicable Standards, Correspondmg‘ Internat10na1 Standard and Reference
: Standards: See page 19. .- : Documents
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3. Display of Codes and Marks

3.1 The marking of items prescribed in 2. (1) and (a), (b), (c) and (d)
of 2, (3) on containers shall be mandatory. The marking of items in 2. (2)
shall be optional. The marking of the items, however, in (b), (c) and (d)
of 2. (3) shall be in accordance with (2), (3) and (4) of 3.3.

3.2 Identification Codes and Marks

3.2.1 Owner Code, Serial Number, and Check Digit The owner code,
serial number, and check digit are marked in one set on the containers for
identification.

(1) Owner Code The owner code shall consist of four letters of Latin
alphabet (capital printing type). The fourth letter of the code
shall be U.

Example: ABZU 6

(2) Serial Number The serial number shall consist of six Arabic
numerals., If the series of significant numerals does not total six,
they shall be preceded by sufficient zeroes to make up six
numerals.

Example: 001 234
(3) Check Digit The check digit shall consist of one Arabic numeral
- determined from the owner code and serial number as in the
procedure shown in Appendix 1.

3.2.2 Country Code, Size Code, and Type Code

(1) Country Code The country code shall be indicated by means of
two letters of Latin alphabet (capital printing type), and JP shall
be used for Japan.

(2) Size Code and Type Code The size code and the type code shall Q
each comprise two Arabic numerals and both codes shall be used
as a whole. The first two numerals shall indicate dimensional
characteristics, according to Appendix 4 Table 1, and the second
two numerals shall indicate type characteristics according to
Appendix 4 Table 2.

Example: 20 30
size type

3.3 Operational Mark

(1) Maximum Gross and Tare Mass The maximum gross and tare mass
shall be expressed in kilograms and pounds. In both cases, the last
numeral of number shall be expressed by zero. '

Example: MAX GROSS 20320 kg
44800 1b

TARE 1620 kg

3570 1b é

Remark: The maximum gross of containers is prescribed in {'}%cuments

Z 1614.
Document Sharing Hub

Full document details: JIS Z 1615-1987



http://www.avadocuments.com/doc/jis-z-1615-1987
http://www.avadocuments.com/doc/jis-z-1615-1987

JIS Zx1L15 87 BN 4933608 0074945 1 mm |

3
Z 1615-1987

(2) Symbol to Denote Air/Surface Container The contamer used for
carrying goods by one or more modes of air/surface transport
without intermediate reloadmg, which has been de81gned taking into
-consideration transport by a1r, shall be- marked in accordance with
Appendlx 2. o :

(3) Warmng Sign of Overhead Electr1ca1 Danger The container equ1pped
w1th ladders shall be marked 1n accordance w1th Appendlx 3.

(4) Height Mark The contamer havmg 6 058 m in external length and |
2.591 m in helght shall be marked 1n accordance with Appendlx 5.

4, Method of Dlsplaymg Marks

4.1 Size and- Colour of Marks

(1) The letters and numerals of the owner code, ser1al number, and
. check digit shall be not less than 100 mm in height.

(2) The letters and numerals of the country code, size code, and type
- code shall be not less than 100 mm in height.

(3) The letters and numerals for max1mum gross and tare mass shall be
: not less than 50 mm in height.

(4) The width and thickness of ‘the characters shall be proportionate

o with its height, and they ‘shall be in a colour contrasting with
that of the container and be marked in such a manner that the
marks can not easily be removed

Especlally, the type of numerals shall be preferably selected
to be conspicuous form from far distance.

(5) The size and colour contrast of the symbol for air/surface container,
- warnlng sign of overhead electrical danger, and height mark shall
be in accordance with Appendices 2, 3 and 5 respectlvely.

. 4,2 Layout and Location of Mark ‘The requirement of this clause are
' particularly applicable to containers of the general use type. For the con-
‘tainers of -other types, all possmle steps should be taken to follow the
marklng layout and location gwen here. ,

h) Layout

(1.1) Owner Code, Serial Number, and Check Digit

(a) The layout of the owner code, serial number, and check digit
shall principally be shown in one single horizontal line as shown
in Fig. 1. Accordlng to mrcumstances they may be marked in
four lines as shown in Flg. . Even for a special container,
the d1sp1ay1ng' way given in Fig, 2 is recommended

7 (b) The owner code and serlal number shall be separated by at
' least one character space.
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(1.3)
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The serial number and check digit shall be separated by one
character space, and the check digit shall be displayed in a box.

It is recommended that one character space be provided between
the third and fourth digit of the serial number.

Fig. 1 Fig. 2
ABZU 001 234 3 ABZU  Owner code
Owner code Serial number- Check digit gg 111 Serial number
.or 3 Check digit
ABZU 001 234
Owner code Serial number  Check digit

Country Code, Size Code, and Type Code

The layout of country code, size code, and type code shall be
in a single horizontal line underneath the horizontal line giving
the owner code, serial number, and check digit as shown in
Fig. 3. When the owner code, serial number, and check digit
are displayed in Fig. 2, the layout shown in Fig. 4 shall be
adopted.

The size and type code shall be displayed as a combined set
of both codes.
Fig. 3 Fig. 4
ABZU 001 234 3 ABZU  Owner code .
Owner code Serial number. Check digit 001 Serial number Q
234
JP 20 30 3 Check digit
Country code .Size code Type code JP Country code
2030 Size code, type code

Operational Mark

The layout of the maximum gross and tare mass shall be in
accordance with 3.3 (1).

The layout of the air/surface container symbol, warning sign
of overhead danger, and height mark shall be in accordance with
Appendices 2, 3 and 5 respectively.
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(2) Location of Diﬁplay

(2.1) The owner code, serial nﬁmber, and check digit shall be -
displayed at the position shown in Fig. 5. '

(2.2) When displaying country code, size code, and type code, their
positions shall be underneath owner code, serial number, -and
check digit as shown in Fig. 5, and they are placed optionally
on any of door end, blind end, both sides, or top. :

(2.3)  Operational Mark

(a) Thé maximum gross ahd,ltare mass shall be displayed on the
position shown in Fig. 5. ' '
(b) The 'positidns to vdi'splay the air/surface container symbol,
warning sign of overhead danger, and height mark shall be in
I _ accordance with Appendices 2, 3 and 5 respectively.

Fig. 5
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