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General Cargo Containers for International Trade - Z 1618-1975

| 1, Scope

This Japanese Industrial Standard specifies general cargo containers for inter-
modal through transport by road, rail and sea including interchange, hereinafter
referred to as the "containers" with the object of international trade.

2. Terms Used

‘The terms used, reading and their ﬁleaning's shall conform to JIS Z 1613.

3. ’Dimensidn and Maﬁxi_mum Gross Weight

3.1 - The kind of containers, external dimensions and maximum gross weight shall
conform to JIS Z 1614,

3.2 The interﬁal dimensions of containers shall conform to Table 1.

Table 1
-*I;iinimum internal dimensions (2) Minimum unob structed
Class ' mm capacity (1)
Height. (h) Width (W) Length (2)  m3
1 AA 2350 11998 - 65.7
— 2330 — i
1C 2197 - 5867 ' 30.0

Notes (1) The minimum unobstructed capacity given are the reference
. value obtained from the minimum internal dimensions,

Applicable Standards:

IS Z 1613-Terminology Relating to Freight Containers for International Trade

JIS Z 1614-External Dimensions and Ratings of Freight Containers for
International Trade

JIS Z 1615-Marking of Freight Containers fnrllnterﬁatianal Trade
JIS Z 1616-Corner Fittings of Freight Containers for International Trade

JIS Z 1623-1dentification Marking Code for Freight Containers for
International Trade

Reference Standards:

JI1Ss Z 0601-Flat Pallet for Through Transit

JIS Z 1617-Lifting and Securing Fittings for Freight Containers International
Trade |
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(2) The method of taking internal dimensions shall be as follows.

The internal height is the dimension taken from the lower face
of roof bow to the upper surface of floor.

The internal width is whichever the smaller dimension of thosge
between faces of side sheets or side posts.

The internal length shall be the dimension taken between inner
face of the door and the inner face of front sheet or the inner
face of front post, whichever the smaller.

In all case, when the container is provided with inside lining,
the dimensions shall be those taken to the face of lining.

4. Construction

4.1 The upper and lower corners of containers shall be provided with corner
fitting specified in JIS Z 1616.

The upper surface of top corner fittings shall project at least 6 mm above the
topmost surface of the roof.

4.2 The containers shall not be permitted to have fittings projecting beyond the
external dimensiong, neither to have unnecessarily any internal projections to
interfere the loading of cargo.

4.3 When the container is in empty condition, the bottom end rail and the cross
member of the floor shall be in the position above 12.5 fiﬁ mm above the lower face
of lower corner fitting.

4.4 The extreme lower portion of the base shall not project beyond the lower face

of the bottom corner fitting when loaded with evenly distributed load equal to the
maximum paylcad.

4.5 The containers shall be fitted at least on one end wall with a door provided
with sealing device.

4.6 The dimensions of the door opening shall be made as large as possible and
is desirable to keep it close to the internal dimension of the container with the
minimum dimension conforming to Table 2.

Table 2
Unit: mm
Minimum dimension of door opening
Class .
Height Width
1 AA 22601
- : 2286
LC 2134
| — -

4.7 The container shall be fitted with a door holder to secure the door when it is
left open.

...8 The container shall be of the weather tight construction.

4.9 The IC container may be provided with fork pockets with the dimensions as
indicated in Fig. 1.
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4,10 The 1AA container shall be provided with tunnel recesses with dimensions
as indicated in Table 3 and Fig. 2. - -

| Tablg" 3 | Unit: mm
[tem and symbol Dimension and tolerance -
+5 -
C 12-5 - l -5
Height =
O
BF 120 _ 3
Width | A, 1029+ 8
| Lt 3150 min
Length
+ 1
D 67 5
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