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JAPANESE INDUSTRIAL STANDARD J I S

Corrosion Preventive Greaseproofed
Barrier Materials Z 1705-1962

1. Scope

This standard specifies flexible greagseproofed barrier materials intended

for corrosion preventing purposes, hereinafter referred to the "barrier
materials",

2, Classification

The barrier materials shall be cla.ssified,iaccurding to their constructions,
strength and characteristics, into the following types, grades and classes:

(1) Type Type 1 shall be constructed of greaseproofed laminated
material without mouldability and self-adhesiveness.
Type Z shall be consgtructed of greaseproofed laminated material
possessing both mouldability and self-adhesiveness.
Type 3 shall be constructed of one component possessing grease-
proofness and flexibility.,

Type 4 shall be constructed of material possessing greaseproofness
in petrolatum only,

Example for Barrier Materials (Reference)

Sticked sheet of various kinds of plagticg or

Type 1 paper or cloth coated with plastics

Type 2 Adhesgive paper or cloth

Type 3 Film or sheet made of various kinds of plastics

Type 4 Oil paper

(2) Grade Type 1 barrier material shall be graded into grades A, B
and C andType 2 into Grades A and B respectively.

(3) Class

{a) Type 1 Class 1 .,...... Heat gealable
Clagss 2 .....+.. Non-heat sealable

{b) Type 2 Class 1 .,...... SBelf-adhesive on non-greaseproof

surface only

Class 2 vevees.. Selfcadhesive on both surfaces
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3. Dimensions, Forms and Identification .

3.1 Dimensions and Forms (f&:f"fi pés ] and 2 only) Type 1 materials
shall be furnished in rolls of 100 m minimum length and 1.01 m or 0.91 m in

width.
There shall be no more than 2 splices in each 100 m and no piece shall be

less than 20 m in length, whereas any piece more than 20 m in lengt}i'rﬁajr be

spliced for practical use. . . |
Type 2 materials shall be :Eurnlshed in rulls of 5(1 m minimum length and

1,01 m or 0.91 m in width, There shall be no more than one splice and no -
piece shall be less than 20 m in length, whereas any piece more than 20 m in

length may be spliced for practical use,
In case of laminated barrier materials, the overall width shall be cuated

with the greaseproof material.

3.2 Identlflcatmn of Materlals (fﬂr Types 1 and 2 cmly) T}rpe 1 materlal
shall be marked on the backing surface with the type, grade and class, date of
manufacture and name of manufacturer or its designation-at least 10 c¢m

intervals between adjacent edges of markings. :
Type 2 material shall be distinguished with cnlnurs and flgures- as indicated

below for ready identification of grade of material when viewed from the
greaseproof surface, -

(1) Grade A materials shall be distinguished with_one distinct green
stripe, 3 ~ 5 mm in width, at the intervals of 15 ~ 20 ¢m on the roll
direction., ' : '

{2) Grade B ﬁmtefﬁls .sha.l-l_ bé rdj.sting-uﬂi.shed--with two distinct green
stripes, 3 ~ 5 mm in width at the intervals of 15 ~ 20 cm on the
roll direction,

4, Quality Requirements

The barrier materials shall be uniformly constructed with a clean surface

and be free from any component which might impair the serviceability and shall

conform to the requirement given in Table 1.
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