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@ JAPANESE INDUSTRIAL STANDARD JIS

Blow moulded polyethylene containers Z 1710-1995
for kerosine

1. Scope This Japanese Industrial Standard specifies the polyethylene con-
tainers, hereafter referred to as "containers”, to be used for transportation and
storage of kerosine(?).

Note () Kerosine above mentioned shall be that specified in JIS K 2203.
Remarks 1. The following standards are cited in this Standard.
JIS B 7503 Dial gauges
JIS D 0205 Test method of weatherability for automotive parts
JIS K 2203 Kerosine
JIS K 6760 Testing methods for polyethylenes
JIS K 7113 Testing method for tensile properties of plastics
JIS Z 0202 Method of drop test for packaged freights

JIS Z 8722 Methods of colour measurement - Reflecting or
transmitting objects

2. The units and numerical values given in {} in this Standard are
based on the traditional units and are appended for informative
reference.

2. Classification, Designation and Definition of Capacity

2.1 The classification, designation and symbol of the container shall be as given

in Table 1.
Table 1.
Classification Designation Symbol
. ) 10 S-10
Single orifice type " 518
. 10 S-10
Double orifice type 18 " 518

2.2  The capacity of the container shall be defined as that up to the root of the
screw threaded portion of the orifice, as given in Table 2.

Table 2.
Designation Capacity (1)
10 10.5 to 11.5
18 18.9 to 20.0

3. Quality The quality of container shall be as required in Table 3.
The test methods shall follow 7.
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