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. @ JAPANESE INDUSTRIAL STANDARD JI1S

Pressure Sensitive Adhesive Polyvinyl Chloride Tapes for Z 1901-1988
Corrosion Protection

1. Scope
This Japanese Industrial Standard specifies the pressure sensitive adhesive
polyvinyl chloride tapes to be used mainly for the corrosion prevention of steel

tubes, steel bars and other metal bodies, hereinafter, referred to as "tape".

Remark: The units and numerical values given in { } are in accordance
- with the traditional system of units and are standardized values.

2. Quality
2.1  Appearance The tapes shall be wound uniformly in roll form, free
from remarkable deformations and gappings, flat in both side faces and free from
. adhesive transfers when unwinding, folds, flaws and other defects harmful to use. |

2.2  Performance The performance of tapes shall be tested according to
5. and shall comply with the specifications given in Table 1.

Applicable Standards:

JIS C 1301-Insulation Resistance Testers (Magneto Generator Operated)

JIS C 1302-Insulation Resistance Testers (Battery Operated)

JIS K 8150-Sodium Chloride

JIS R 3503-Glass Apparatus for Chemical Analysis

JIS Z 0237-Testing Methods of Pressure Sensitive Adhesive Tapes and Sheets
‘ JIS Z 8802-Methods for Determination of pH of Aqueous Solutions
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