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Foreword

This Japanese Industrial Standard has been revised by the Minister of
Economy, Trade and Industry through deliberations at the Japanese In-
dustrial Standards Committee as the result of proposal for revision of
Japanese Industrial Standard submitted by The Japan Association of
Corrosion Control (JACC)/Japanese Standards Association (JSA) with a
draft being attached, based on the provision of Article 12, paragraph (1)
of the Industrial Standardization Act applied mutatis mutandis pursuant
to the provision of Article 16 of the said Act. This edition replaces the
previous edition (JIS Z 1902 : 2009), which has been technically revised.

This JIS document is protected by the Copyright Act.

Attention is drawn to the possibility that some parts of this Standard
may conflict with patent rights, published patent application or utility
model rights. The relevant Minister and the Japanese Industrial Stand-
ards Committee are not responsible for identifying any of such patent
rights, published patent application or utility model rights.
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JAPANESE INDUSTRIAL STANDARD JIS Z 1902 : 2022

Petrolatum tapes for corrosion protection

Introduction

This Japanese Industrial Standard was established in 1987, and has gone through
three revisions including this one. The previous revision took place in 2009, since
which there has been a change in the composition of types of petrolatum tapes products.
The main purpose of this revision is to update the specifications to reflect this change.

No corresponding International Standard has been established at this point.

WARNING Persons carrying out tests based on this Standard should be familiar
with normal laboratory practice. This Standard does not purport to
address all of the safety problems, if any, associated with its use. It is
the responsibility of the user of this Standard to establish appropriate
safety and health practices.

1 Scope

This Standard specifies requirements for petrolatum tapes for corrosion protection
(hereafter referred to as tapes) used mainly for protection of steel pipes, steel bars and
other iron and steel products from corrosion for an extended period of time.

2 Normative references

Part or all of the provisions of the following standards, through reference in this text,
constitute provisions of this Standard. The most recent editions of the standards (in-
cluding amendments) indicated below shall be applied.

JIS B 7503 Mechanical dial gauges

JIS B 7512
JIS B 7516
JIS G 3101
JIS G 3141
JIS G 3452
JIS G 4305
JIS H 4160
JIS K 0050
JIS K 2201
JIS K 6272

JIS K 8034

Steel tape measures

Metal rules

Rolled steels for general structure
Cold-reduced carbon steel sheet and strip
Carbon steel pipes for ordinary piping
Cold-rolled stainless steel plate, sheet and strip
Aluminium and aluminium alloy foils

General rules for chemical analysis

Gasoline for industrial purpose

Rubber — Tensile, flexural and compression test equipment (constant
rate of traverse) — Specification

Acetone (Reagent)
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JIS K 8150 Sodium chloride (Reagent)

JIS K 8891 Methanol (Reagent)

JIS R 6251 Abrasive cloths

JIS R 6252 Abrasive papers

JIS R 6253 Waterproof abrasive papers

JIS Z 0103 Glossary of terms used in rust and corrosion preventive technology
JIS 7 0237 Testing methods of pressure-sensitive adhesive tapes and sheets
JIS Z 2371 Methods of salt spray testing

JIS Z 8401 Rounding of numbers

JIS Z 8703 Standard atmospheric conditions for testing

3 Terms and definitions

For the purpose of this Standard, the following terms and definitions, and those giv-
en in JIS Z 0103 apply.

3.1
petrolatum tape for corrosion protection

tapes manufactured by coating or impregnating thin flexible base fabrics with a com-
pound mainly composed of petrolatum

3.2
petrolatum

wax semisolid at the ordinary temperature, which is obtained by separating from the
residual oil of crude oil distilled under reduced pressure, and then refining

3.3

compound

mixture of petrolatum and filler, corrosion inhibitor, etc.
3.4

adhesive strength

strength of a tape to adhere to an object
3.5

tensile strength

stress at which a sample breaks

3.6

thermal flowing property

fluidity of a compound at a given temperature
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