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This Japanese Industrial Standard has been revised by the Minister of 
Economy, Trade and Industry based on the provision of Article 14, para-
graph (1) of the Industrial Standardization Act applied mutatis mutandis 
pursuant to the provision of Article 16 of the said Act in response to a 
proposal for revision of Japanese Industrial Standard with a draft being 
attached, submitted by The Japan Iron and Steel Federation (JISF), an 
accredited standards development organization. This edition replaces the 
previous edition (JIS Z 2248 : 2014), which has been technically revised. 

This JIS document is protected by the Copyright Act. 

Attention is drawn to the possibility that some parts of this Standard 
may conflict with patent rights, published patent application or utility 
model rights. The relevant Minister is not responsible for identifying any 
of such patent rights, published patent application or utility model rights. 
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Metallic materials — Bend test 
 

Introduction 

  This Japanese Industrial Standard has been prepared based on ISO 7438 : 2020, 
Edition 4, with some modifications of the technical contents. 

  The vertical lines on both sides and dotted underlines indicate changes from the cor-
responding International Standard. A list of modifications with the explanations is 
given in Annex JA. 

1  Scope 

  This Standard specifies the method of bend test for metallic materials 1). 

  Annex B shows the method of bend test at plane strain conditions by agreement be-
tween the purchaser and the supplier, for reference. 

NOTE The International Standard corresponding to this Standard and the 
symbol of degree of correspondence are as follows. 

 ISO 7438 : 2020  Metallic materials — Bend test (MOD) 

   In addition, symbols which denote the degree of correspondence in the 
contents between the relevant International Standard and JIS are IDT 
(identical), MOD (modified), and NEQ (not equivalent) according to 
ISO/IEC Guide 21-1. 

Note 1) In ISO 7438, it is described as “a method for determining the ability of 
metallic materials to undergo plastic deformation in bending”. 

2  Normative reference 

  Part or all of the provisions of the following standard, through reference in this text, 
constitute provisions of this Standard. The most recent edition of the standard (in-
cluding amendments) indicated below shall be applied. 

JIS G 0202  Glossary of terms used in iron and steel (Testing) 

3  Term and definition 

  For the purpose of this Standard, the following term and definition, and those given 
in JIS G 0202 apply. 

3.1 

test force 

force applied to test piece for the purpose of testing 

4  Symbols and designations 

  The devices used in the bend test are as shown in Figure 1 to Figure 5, and the sym-
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bols and designations in Table 1. The devices of other types having an equivalent func-
tion are acceptable. 

 

Table 1  Symbols and designations 

Symbol Designation Unit 
a Thickness or diameter of test piece (or diameter of the inscribed circle for 

pieces of polygonal cross-section)  
mm 

b Width of the test piece mm 
c Distance between the plane including the horizontal axis of supports and 

the central axis of the rounded portion of the former before test 
mm 

D Diameter of the former or the mould mm 
f Displacement of the former from the position before test (see Annex A) mm 
  Load angle parameter, i.e. strain path direction (see Annex B) － 
L Length of the test piece mm 
l Distance between supports mm 
η Triaxiality factor (see Annex B) － 
p Distance between the vertical planes including the central axis of each 

support and the vertical plane including the central axis of the former (see 
Annex A) 

mm 

R Radius of the supports (see Annex A) mm 
r a) Internal radius mm 
αB Angle of bend ° 

Note a)  Equal to the tip radius of former or mould. 

 

5  Principle of testing 

  The bend test consists of submitting a test piece of round, square, rectangular or po-
lygonal cross-section to plastic deformation by bending, without changing the direction 
of loading, until a specified angle of bend is reached, and is to examine for the cracks 
on the outer surface of curvature of the test piece. The axes of two legs of the test piece 
remain in a plane perpendicular to the axis of bending without torsion. In the case of 
180° bending, the two lateral surfaces may, depending on the requirements of the rel-
evant product standard, lie flat against each other or may be parallel at a specified 
distance, an insert being used to control this distance. 

NOTE The test equipment (see Clause 6) and the test method (see Clause 8) are 
adequately selected according to the shape of test piece, angle of bend 
etc. 

6  Test equipment 

6.1  General 

  The bend test shall be carried out in testing machines or presses equipped with one 
of the following devices. The devices having an equivalent function are acceptable. 

a) Bending device with two supports and a former (see Figure 1) (pressing bend 
method) 
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b) Bending device with a clamp (see Figure 2) or bending device with a mandrel or 
mould (see Figure 3) (winding bend method) 

c) Bending device with a V-block and a former (see Figure 4) (V-block method) 

d) Bending device capable of pushing in from legs of test piece (see Figure 5) 

 

 

Key 
1 : Former 
2 : Support 
3 : Test piece 
4 : Direction of test force 
5 : Centre of tip radius of former  

Figure 1  Bending device with supports and former (pressing bend method) 

 

Copyright Japanese Standards Association 
Provided by Accuris under license with JSA

Not for Resale, 07/03/2023 05:49:11 MDTNo reproduction or networking permitted without license from Accuris

-
-
`
,
`
,
`
`
`
,
,
`
,
`
,
,
,
,
`
,
`
`
,
`
,
`
`
`
,
`
-
`
-
`
,
,
`
,
,
`
,
`
,
,
`
-
-
-

Full document details: JIS Z 2248 2022

http://www.avadocuments.com/doc/jis-z-2248-2022
http://www.avadocuments.com/doc/jis-z-2248-2022


4 
Z 2248 : 2022 
 

PROTECTED BY COPYRIGHT 

 

Key 
1 : Clamp 
2 : Mould 

Figure 2  Bending device with clamp (winding bend method) 

 

  

Key 
1 : Test force 
2 : Test piece 
3 : Mandrel 
4 : Mould 

a)  Case of mandrel b)  Case of mould 
 

Figure 3  Bending device with mandrel or mould (winding bend method) 

 

4a max. 4a max.
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