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Foreword 

This translation has been made based on the original Japanese Industrial Standard 
established by the Minister of Economy, Trade and Industry through deliberations 
at the Japanese Industrial Standards Committee according to the proposal for establish­
ment of Japanese Industrial Standard submitted by the Japanese Society for Non­
Destructive Inspection (JSNDI)/Japanese Standards Association (JSA) with the draft 
being attached, based on the provision of Article 12 Clause 1 of the Industrial 
Standardization Law. 

This JIS document is protected by the Copyright Law. 

Attention is drawn to the possibility that some parts of this Standard may conflict 
with a patent right, application for a patent after opening to the public or utility 
model right. The relevant Minister and the Japanese Industrial Standards Committee 
are not responsible for identifying the patent right, application for a patent after 
opening to the public or utility model right. 

JIS Z 2343 consists of the following 6 parts under the general title "Non-destructive 
testing-Penetrant testing": 

Part 1: General principles-Method for liquid penetrant testing and classification 
of the penetrant indication 

Part 2: Testing of penetrant materials 

Part 3: Reference test blocks 

Part 4: Equipment 

Part 5: Penetrant testing at temperatures higher than 50 DC 

Part 6: Penetrant testing at temperatures lower than 10 DC 

(ii) 

PROTECTED BY COPYRIGHT 
Provided by IHS Licensee=Hong Kong Polytechnic University/9976803100 

Not for Resale, 07/25/2014 03:26:23 MDTNo reproduction or networking permitted without license from IHS

-
-
`
,
`
,
,
,
,
`
,
`
`
,
`
`
`
`
,
`
`
`
`
`
`
,
,
,
`
,
-
`
-
`
,
,
`
,
,
`
,
`
,
,
`
-
-
-

Full document details: JIS Z 2343-5 2012

http://www.avadocuments.com/doc/jis-z-2343-5-2012
http://www.avadocuments.com/doc/jis-z-2343-5-2012

