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JAPANESE INDUSTRIAL STANDARD JIS

Method for Determination of Oil Content in ‘Z 2501-1989
Metal Powder Sintered Bearing, Oil Impregnated

1. Scogy e

This Japanese Industrial Standard specifies a test method for determi-
nation of oil content in metal powder sintered bearing, oil impregnated,
hereinafter referred to as the "specimen".

Remark: The units and numerical values given in { } in this Standard
are based on the International System of Units (SI) and
are appended for informative reference.
Further, the traditional units and numerical values shall
be replaced by the accompanying SI units and relevant
converted values given in { } on Jan. 1, 1991.
2. Apparatus

2.1 Soxhlet Extractor A device as shown in Attached Fig. shall be used.

2.2 Oil Impregnation Device A device that is capable of reducing the
internal pressure of the vessel to 30 mmHg {4 kPa} or below shall be used
(applicable till the end of 1990).

2.3 Balance A balance with a sensitivity that is capable of weighing
0.01 $ of the mass of specimen to be measured shall be used.

2.4 Dryer A device capable of maintaining the temperature within the
furnace at 105 + 5°C shall be used.

3. Méasurement
3.1 Weigh the mass of specimen, as oil impregnated. When the mass of .

a specimen is not more than 10 g, however, gather some specimens so that
their mass becomes the nearest 10 g and then weigh them.

Applicable Standards:

JIS Z 2505-Method for Determination of Density of Metal Powder
Sintered Materials

JIS Z 8401-Rules for Rounding off of Numerical Values
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