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Foreword

This translation has been made based on the original Japanese Industrial

Standard revised by the Minister of International Trade and Industry

through deliberations at the Japanese Industrial Standards Committee ,
in accordance with the Industrial Standardization Law. Consequently

JIS Z 2502 : 1979 is replaced with JIS Z 2502 : 2000.

Date of Establishment: 1960-03-01

Date of Revision: 2000-03-20

Date of Public Notice in Official Gazette: 2000-03-21
Investigated by: Japanese Industrial Standards Committee

Divisional Council on Non-Ferrous Metals

JIS Z 2502:2000, First English edition published in 2001-03

Translated and published by: Japanese Standards Association
4-1-24, Akasaka, Minato-ku, Tokyo, 107-8440 JAPAN

- In the event of any doubts arising as to the contents,
the original JIS is to be the final authority. v

© JSA 2001 :

All rights reserved. Unless otherwise specified, no part of this publication may be reproduced or
utilized in any form or by any means, electronic or mechanical, including photocopying and
microfilm, without permission in writing from the publisher.
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JAPANESE INDUSTRIAL STANDARD JIS Z 2502 : 2000

Metallic powders—
Determination of flowability
by means of a calibrated funnel
(Hall flowmeter)

Introduction This Japanese Industrial Standard has been prepared based on the
first edition of ISO 4490 Metallic powders—Determination of flowability by means
of a calibrated funnel (Hall flowmeter), published in 1978.

As for the diameter of orifice of funnel to be used, funnels of 2.63 mm orifice di-
ameter which have been used in Japan for the convenience of a reference sample are
also specified to be usable.

For your information, the funnels having orifice diameter of 2.63 mm and the
reference sample of A #100 Alundam will be deleted from JIS Z 2502 at the time of
next revision scheduled in 5 years, and they are to be integrated into funnels of 2.5 mm
orifice diameter and a reference sample of Turkish emery, which are specified in the
original International Standard.

The portion underlined with dots are not specified in the original International
Standard.

1 Scope This Standard specifies a method for determining the flowability of me-
tallic powders by means of a calibrated funnel (Hall flowmeter).

The method is applicable only to powders which flow freely through the specified
test orifice.

NOTE The International Standard corresponding to this Standard is as follows.

ISO 4490 Metallic powders—Determination of flowability by means of a
calibrated funnel (Hall flowmeter)

2 Principle Measurement of the time required for 50 g of a metallic powder to
flow through the orifice of a calibrated funnel of standardized dimensions.

3 Apparatus

3.1 Calibrated funnel (see clause 4), having the dimensions shbwn in attached
figure 1.

The funnel shall be made of a non-magnetic, corrosion-resistant metallic mate-
rial having sufficient wall thickness and hardness to withstand distortion and ex-
. cessive wear.

3.2 Stand and horizontal vibration-free base to support the funnel rigidly, for
example as indicated in attached figure 2.

3.3 Balance of sufficient capacity, capable of weighing the test portion to an accu-

racy of £0.05 g. Documents
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