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JAPANESE INDUSTRIAL STANDARD JIS

‘ Sintered Materials for Structural Parts Z.2550-1989

‘ ’ 1.  Scope

This Japanese Industrial Standard specifies the sintered materials for structural parts, hereinafter
referred to as the "materials", provided that the material means that as sintered.

Remark: The units and numerical values given in { } in this Standard are in accordance with the Inter-
national System of Units (SI), and are appended for informative reference.
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Further, the traditional units and numerical values shall be replaced by the accompanying
SI units and the relevant converted values given in { } on January 1, 1991.

2. Classes and Symbols

The classes and symbols of the materials shall be divided according to the chemical composition and
mechanical properties and be as given in Table 1.

’ Applicable Standards:
JIS G 1211-Methods for Determination of Carbon in Iron and Steel
JIS G 1216-Methods for Determination of Nickel in Iron and Steel
JIS G 1217-Methods for Determination of Chromium in Iron and Steel
JIS G 1218-Methods for Determination of Molybdenum in Iron and Steel
JIS G 1219-Methods for Determination of Copper in Iron and Steel
JIS G 1252-Emission-Spectroscopic Analysis for Carbon Steel and Low Alloy Steel
JIS G 1253-Method for Photoelectric Emission Spectrochemical Analysis of Iron and Steel
JIS G 1256-Method for X-Ray Fluorescence Spectrometric Analysis of Iron and Steel
JIS G 1257-Methods for Atomic Absorption Spectrochemical Analysis of Iron and Steel
JIS H 1251-Methods for Chemical Analysis of Bronze
JIS Z 2241-Method of Tensile Test for Metallic Materials
JIS Z 2242-Method of Impact Test for Metallic Materials
. JIS Z 2505-Method for Determination of Density of Metal Powder Sintered Materials

Documents

Copyright by the Japanese Industrial Standards
Fri Sépu0%ds:88:2hR0ktails: JIS Z 2550 0


http://www.avadocuments.com/doc/jis-z-2550-0
http://www.avadocuments.com/doc/jis-z-2550-0

