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1. Scope

This Japanese Industrial Standard specifies the silver brazing filler
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metals used for brazing, hereinafter referred to as the "brazing filler
) metals".

2. Classification

The brazing filler metals shall be classified into 17 types as shown in

Table 1.
Table 1. Classification
Chemical component % Reference value
Solid Liquid
. Type Sum of | phase | phase Brazing
s . other line line temper -
Ag Cu Zn cd Ni Sn Li element | temper-{ temper- | ature
(1) ature ature °C
°C °C
BAg-1 44.0 to | 14.0 to | 14.0 to | 23.0 to - - - 0.15 About | About 620 to
46.0 16,0 18.0 25.0 max. 605 620 760
BAg-1A | 49.0 to | 14.5 to | 14.5 to | 17.0 to - - - 0.15 About | About 635 to
51,0 16.5 18.5 19.0 max. 625 635 760
BAg-2 34.0 to | 25.0 to 19.0 to | 17.0 to - - - 0.15 About | About 700 to
36.0 27.0 23.0 19,0 max, 605 700 845
BAg-3 49.0 to | 14.5 to | 13.5 to| 15,0 to | 2.5 to - - 0.15 About | About 690 to
51.0 16.5 17.5 17.0 3.5 max. 630 690 815
BAg-4 39.0 to | 29.0 to | 26.0 to - 1.5 to - - 0.15 About | About 780 to
41,0 31,0 30.0 2.5 max, 670 780 900
BAg-5 44,0 to | 29,0 to 23,0 to - - - - 0.15 About | About 745 to
46.0 31.0 27.0 max., 665 745 845
BAg-6 49.0 to 33.0 to 14.0 to - - - — 0.15 About | About 775 to
51.0 35.0 18,0 max., 690 775 870
BAg-7 55.0 to | 21,0 to 15.0 to - - 4.5 to - 0.15 About | About 650 to
. 57.0 23.0 19.0 5.5 max, 620 650 760
BAg-7A | 44.0 to | 26.0 to | 23.0 to - - 2.5 to - 0.15 About | About 680 to
46.0 28.0 27.0 3.5 max, 640 680 770
BAg-7B } 33,0 to | 35.0 to 25,0 to - - 2,5 to - 0.15 About | About 730 to
35.0 37.0 29,0 3.5 max., 630 730 820
BAg-8 71.0 to | Re- - - - - - 0,15 About { About 780 to
73.0 mainder max., 780 780 900
BAg-8A | 71.0 to | Re- - - - - 0,15 to 0.15 About { About 770 to
73.0 mainder 0,30 mex. 770 770 870
BAg-18 | 59,0 to | Re- - - - 9,5 to - 0.15 About | About 720 to
s 61.0 mainder 10.5 max. 600 720 840
BAg-20 | 29.0 to | 37.0 to | 30.0 to - - - - 0.15 About | About 765 to
31.0 39.0 34.0 max, 675 765 870
BAg-20A| 24,0 to | 40.0 to | 33.0 to - - - - 0.15 About | About 800 to
26.0 42.0 35.0 max. 700 800 890
BAg-21 | 62.0 to | 27,5 to - - 2,0to [5.0to - 0.15 About | About 800 to
64.0 29.5 3.0 7.0 max. 690 800 900
BAg-24 | 49.0 to | 19.0 to | 26.0 to - 1.5 to - - 0.15 About | About 705 to
61,0 21,0 30.0 2.5 max, 660 705 800
‘ Note (!) Other elements mean Pb, Fe and others,
Applicable Standards and Reference Standard: See page 4.
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