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' @ JAPANESE INDUSTRIAL STANDARD JIS

Copper Phosphorus Brazing Filler Metals Z 3264-1985

1. Scope

This Japanese Industrial Standard specifies the copper phosphorus
brazing filler metals used for brazing, hereinafter referred to as the
"brazing filler metals".

2. Classification

The brazing filler metals shall be classified in six types, as shown in

Table 1.
Table 1, Classification
Chemical components $% Reference value
‘ Sum of |Tempera-|Tempera- :
Type P A c other |ture of [ture of ?:;:Zler;i_
g U | element |solid liquid fu ré) °C
) phase line| phase line

_ 4.8 to _ Remain- | 0.2 About About
BCuP-1 | g5 ing part| max. | 710 925 790 to 930

_ 6.8 to _ Remain- | 0.2 About About
BCuP-2 7.5 ing part| max. 710 795 735 to 845

_ 5.8 to |4.8 to | Remain- | 0.2 About | About
BCuP-3 | ¢y 5.2 |ing part| max. | 645 815 720 to 815

_ 6.8 to |5.8 to |Remain- | 0.2 About About i,

BCuP-4 7.7 6.2 ing part| max. 645 720 690 to 790

4.8 to |14.5 to|Remain- | 0.2 About About

P__ .

BCUP-5 1 573" |15.5 |ing part| max. | 645 800 705 to 813

. _ 6.8 to |1.8 to |Remain- | 0.2 About About
BCUP-6 | 772 " |22 |ing part| max. | 645 790 730 to 815

Note (') Other elements mean Pb, Sn, Fe, etc.

Applicable Standards:
JIS H 0321-General Rules for Inspection of Non-ferrous Metal Materials
JIS Z 3900-Methods for Sampling of Precious Brazing Filler Metals
JIS Z 3903-Methods for Chemical Analysis of Copper Phosphorus
Brazing Filler Metals
. Reference Standard:

JIS 7Z 8801-Test Sieves
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