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Z 3284-2 : 2014 

Foreword 

This translation has been made based on the original Japanese Industrial 
Standard established by the Minister of Economy, Trade and Industry 
through deliberations at the Japanese Industrial Standards Committee 

according to the proposal for establishment of Japanese Industrial 
Standard submitted by The Japan Welding Engineering Society (JWES) 
with the draft being attached, based on the provision of Article 12 Clause 

1 of the Industrial Standardization Law. Consequently JIS Z 3284:1994 
has been withdrawn and partially replaced with this Standard. 

This JIS document is protected by the Copyright Law. 

Attention is drawn to the possibility that some parts of this Standard 

may conflict with patent rights, applications for a patent after opening to 
the public or utility model rights. The relevant Minister and the Japanese 
Industrial Standards Committee are not responsible for identifying any of 

such patent rights, applications for a patent after opening to the public or 
utility model rights. 

JIS Z 3284 series consists of the following 4 parts under the general title 
"Solder paste _r: 

Part 1 : Kinds and quality classification 

Part 2 : Test methods for solder particle shape) surface condition judg­
men~ and particle size distribution 

Part 3 : Test methods for printability, viscosity, slump and tackiness 

Part 4 : Test methods for wettability, solderball and spread 
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JAPANESE INDUSTRIAL STANDARD JIS Z 3284-2 : 2014 

Introduction 

Solder paste - Part 2 : Test methods for 
solder particle shape, surface condition 
judgment, and particle size distribution 

This Japanese Industrial Standard has been prepared based on the first edition of 
IEC 61189-6 published in 2006 by incorporating the part corresponding to this Stand­
ard (particle size distribution measurement test) with some modifications of the tech­
nical contents to meet the real condition in Japan, but also adding some JIS specifica­
tion content that is not given in the said corresponding International Standard (solder 
particle shape and surface condition judgment method). 

The portions given sidelines or dotted underlines are the matters in which the con­
tents of the corresponding International Standard have been modified. A list of modi­
fications with the explanations is given in Annex JA. 

1 Scope 

This Standard specifies th~ __ ~J)JlJ~~L~!-!-:r:f~~~ __ Q.9)~l,dit.i9.:nj_·l:lJjgm~rrLt_~_~t and particle size 
distribution measurement test Qf.th~_~Qld~r..JH!:r:hGl~~_Qf_~Qlgg:r:_p-~~t_~_JQr __ ~.QlQ.._~_liI)._g used 
for the wiring connection, connection of parts, etc. of electric equipment, electronic 
equipment, communication equipment, etc. 

NOTE: The International Standard corresponding to this Standard and the 
symbol of degree of correspondence are as follows. 

lEe 61189-6 : 2006 Test methods for electrical materials, interconnection 
structures and assemblies - Part 6: Test methods for materials used in 
manufacturing electronic assemblies (MOD) 

In addition, symbols which denote the degree of correspondence in the 
contents between the relevant International Standard and JIS are IDT 
(identical), MOD (modified), and NEQ (not equivalent) according to 
ISO/IEC Guide 21-1. 

2 Normative references 

The following standards contain provisions which, through reference in this text, 
constitute provisions of this Standard. The most recent editions of the standards (in­
cluding amendments) indicated below shall be applied. 

JJS __ K_8_Q9_1 ____ 4_q~tQ!J.~ __ (Rt}!!gt}!J.t! 

JJS __ K_8_$.9_~ ____ g~PX.QR!!!J.Q.J_(Q~/J_g~lJ.t) 

JJS._Z_3QQJ_($~:r:i~~) _____ Wt}Ir!ilJg_fl!J.rl_~llit}d.pXQ~~$~fJ.$_=:_VQ~~~ultU;Y 

JJS __ Z_31~1 ____ X:~_$_t_mfJ.th.Q.rl$_fQ.J;_~9.1d.f!!'.i!!g!1u4fJ.$ 
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NOTE: Corresponding International Standard: IEC 61189-6 : 2006 Test meth­
ods for electrical materials) interconnection structures and assemblies­
Part 6: Test methods for materials used in manufacturing electronic as­
semblies (MOD) 

JIS Z 3284-1 Solder paste - Part 1 : Kinds and quality classification 

NOTE: Corresponding International Standard: IEC 61190-1-2 : 2007 Attach­
ment materials for electronic assembly - Part 1-2 : Requirements for 
soldering pastes for high-quality interconnects in electronics assembly 
(MOD) 

a ____ T~xm~_~DJI_d~fi"_~tj.Q"_$ 
F_QX_1h~_p'~xp'g~~_Qf_thi~ __ $.t~n9:9X_Q.-, __ th~ __ t~rm~_~nQ. __ d~fjnitj_Qn~ __ giY-~J1_jn_JIS_Z __ a.o.o.~_(~~~, 

ri~~)_~H}flJJS __ ~_a~~1~J __ ~_pph~! 

4 Test methods 

4.1 Particle shape and surface condition judgment method using microscope 

This test shall apply to solder particles of symbols 1 to 8 in particles size specified in 
Table 5 of JIS Z 3284-1 according to the standard method for the judgment of shape 
and surface condition of solder particles in solder paste using a microscope, and shall 
be as follows. 

a) Equipment and instruments The equipment and instruments shall be as follows. 

1) Rosin solution of 25 % in mass fraction 2-Propanol solution in which water 
white rosin is dissolved and the solid content is adjusted to 25 % as specified in 
7.4.5 b) of JIS Z 3197. 

2) Spatula 

3) Beaker of 50 ml in volume 

4) Microscope with a magnification of x 100 having a photographic equipment 

5) Eyepiece with graduation in 10 /lm increments 

6) Microscope slide 

7) Scale with scale interval of 0.1 g 

b) Test procedure The test procedure shall be as follows. 

1) Leave the solder paste as it is until it reaches the room temperature, if necessary. 

2) Stir the solder paste by using a spatula to make the solder paste uniform. 

3) Weigh about 4 g of rosin solution of 25 % in mass fraction into a beaker. 

4) Add about 1 g of solder paste. 

5) Stir by using a spatula until the solder paste becomes uniform. 

6) Drop the mixed liquid on a microscope slide. 
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