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‘ JAPANESE INDUSTRIAL STANDARD JIS

Arc welding flux cored wires for hardfacing Z 3326-1991

1. Scope

This Japanese Industrial Standard specifies flux cored wires (hereafter
referred to as the "wires") for gas-shielded arc welding and self-shielded
arc welding used for the purpose of hardfacing iron and steel products.

Remarks: The standards cited in this Standard are as shown in
Attached Table 1.

2. Classification

Wires shall be classified as shown in Table 1 according to the kind of
shielding gas and the chemical composition of deposited metal.

‘ Table 1. Classification of Wires
Class Shielding gas Class Shielding gas
YF2A-C Carbonic acid gas or YF2A-G Not specified.
YF3B-C e B ootainires [ FsBG
YF4A-C Zgi‘?g g:srilore carbonic YFAAG
YF4B-C (GO or AR-COR) YF4B-G
YFMA-C YFMA-G
YFME-C YFME-G
YFCrA-C YFCrA-G
YF2A-S Not used.
p— (self-shieldipg)
YFCrA-S
. Remarks: The symbols for Classes shall be written as shown

in the following example.

Y F 2A-C

_I-S-hielding gas

Chemical composition of deposited metal
Flux~cored wire

Welding wire

3. Quality

3.1 Appearance of Wires In their appearance, wires shall have a smooth
surface and be free from defects harmful to their use.

3.2 Chemical Composition The chemical composition of the deposited
metal shall meet the requirements of Table 2 according to the respective
. classes of wires when tested by the method of 6.2.
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