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. JAPANESE INDUSTRIAL STANDARD J1S

Submerged Arc Welding Wires for Carbon Steel Z 3351-1988
and Low Alloy Steel

1. Scope

This Japanese Industrial Standard specifies the steel wires, hereinafter -
referred to as the "wires", used for submerged arc welding for carbon steel and
low alloy steel (high tensile strength steel, heat resisting steel, steels for low
temperature service and atmospheric corrosion resistant steel).

-

2. Classi_fication

*

Wires shall be classified according to chemical component as given in Table 1.

Table 1. Classification of Wires

Classifi- Comgonent Clagsifi~| Component
cation series cation series
YS-S1 YS-N1
Ni series
YS-S2 YS-N 2
YS-S3 YS-NM 1
YS-S 4 YS-NM 2
Si-Mn
YS-S5 series | YS-NM3
Ni-Mo
YS-S6 YS-NM 4 series
YS-S7 YS-NM 5
YS-S8 YS-NM 6
" YS-M1 YS-NCM 1
YS-M 2 YS-NCM 2
YS-M3 Mo series | YS-NCM 3
Ni-Cr-Mo
YS-M 4 YS-NCM 4 series
YS-M 5 YS-NCM 5
YS-CM 1 YS-NCM 6
. YS-CM 2 YS-CuC1 Cu-Cr
' YS-CM 3 YS-CuC 2 series
YS-CM 4
2 YS-1CM 1
YS-1CM 2
Cr-Mo
Y5-2CM 1 series
YS-2CM 2
YS-3CM 1
YS-3CM 2
YS-5CM 1
YS-5CM 2 YS-G —

Remark: Method for attaclﬁng the symbols of classification shall be
in accordance with the following example.

Applicable Standards: See page 8.
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Example: YS - SI : é
L— Chemical component

Submerged arc welding

Welding wire
3. Quality

3.1  Wires Wires shall be uniform in quality, smooth on surface and free -
from defects harmful to use.

3.2 Chemical Components Chemical Components of wires, when tested
according to the method of 6., shall comply with Table 2. However, as required,
.components other than those shown in Table 2 may be added.
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