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JAPANESE INDUSTRIAL STANDARD J 1S

Variable X-ray Beam Limiting Devices Z 4712-1989
for Diagnostic Use

l.  Scope

This Japanese Industrial Standard specifies variable X-ray beam limiting device
capable of regulating X-ray field to be attached to X-ray tube assembly and

monco-tank X-ray unit for diagnostic use (hereafter referred to as the "variable
limiting device").

- Further, relating to items other than those specified herein, specifications of
JIS Z 4701 apply.

Remark: The -units and numerical values given in { } in this Standard are
based on the traditional units and are currently the criteria in
force.

Aﬁplicable Standards:
JIS C 1609-1lluminance Meters

JIS H 4000-Aluminium and Aluminium Alloy Sheets and Plates, Strips
and Coiled Sheets

JIS T 1005-Style Manual for Instruction Manuals

JIS Z 4005-Medical Radiology

JIS Z 4511-Methods of Calibration for Radiation Exposure Meters and
Radiation Exposure Rate Meters

JIS Z 4701-General Rules for Medical X-ray Equipment
JIS Z 4704-General Rules on Medical X-ray Tubé Assemblies
JIS Z 4711-—-Mnnn—Tank X-ray Units for Diagnostic Use
Reference Standards: |
[EC 407 Radiation protection inh medical X-ray equipment 10 kV to 400 kV
[EC 522 Inherent filtration of an X-ray tube assembly

IEC 601-1 Medical electrical equipment. Part 1: General requirements
for safety
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