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‘ JAPANESE INDUSTRIAL STANDARD JIS
Lead rubber sheets and lead Z 4801-1991

polyvinyl chloride sheets
for X-ray shield

1. Scope

This Japanese Industrial Standard specifies the lead rubber sheets and
lead polyvinyl chloride sheets for X-ray shield (hereafter referred to as the
"sheets").

3

Remarks: ‘Applicable standards in this Standard shall be shown as
follows.

JIS K 6301 Physical Testing Methods for Vulcanized
Rubber '

‘ -JIS-Z 4501 Testing Method of Lead Equivalent for X-Ray
Protective Devices

Informative reference: The purpose of this Standard is strictly only
to standardize the lead rubber sheets and lead
rubber chloride sheets for X-ray shields. The
presence of this Standard does not mean the
necessity for using .the lead rubber sheets and
lead polyvinyl chloride sheets for X-ray shield
in order to protect from radiation.

2. Definition

The meaning of a principal term used in this standard shall be as
follows:

lead equivalent The thickness of lead having the same shielding
‘ capacity as that of the material in question. Its unit is mmPb,

3. Classification

The sheets shall be classified into the following two types according to
its principal material,

(1) Lead rubber sheet

(2) Lead polyvinyl chloride sheet
4, Performance

When the tests of 6. are carried out, the performance of sheets shall
conform to the values given in Table 1,
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