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. JAPANESE INDUSTRIAL STANDARD JIS

X-ray protective aprons Z 4803-1991

1. Scope

This Japanese Industrial Standard specifies the X-ray protective aprons,
hereafter referred to as the "protective aprons”, to be worn for reducing
the stray X-ray quantity received from outside of body for the person in the
case of performing medical practice by X-ray of not more than 150 kV in
X-ray tube voltage.

Remarks: Applicable Standards to this Standard are shown in the
following.

JIS B 7514-Steel Straightedges
JIS Z 4005-Medical Radiology - Terminology

. JIS Z 4501-Testing Method of Lead Equivalent for X-Ray
Protective Devices

JIS Z 4801-Lead Rubber Sheets and Lead Polyvinyl Chloride
Sheets for X—-Ray Shield

Informative reference: This Standard is to standardize only the X-ray
protective aprons strictly, and the existence
of this Standard does not mean that in the case
of performing X-ray medical practice the
protective apron is required to be worm.

2. Definitions

For the purposes of this Standard main definitions are in accordance
with JIS Z 4005 and to others the following apply.

(1) front part type protective apron The protective apron of the shape
. capable of protecting stray X-ray from the frontal part of the body.

(2) front part/rear part type protective apron The protective apron of
the shape capable of protecting stray X-ray from front and rear part
of body.

3. Classification

‘ Protective aprons shall be classified into the following two classes:
(1) Front part type protective apron

(2) Front part/rear part type protectlve apron
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