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1. Scope

This Japanese Industrial Standard specifies the ventilated-pressurized
clothings and unventilated-unpressurized clothings among the protective
clothings of contamination by radioactive substances to be used for the
purpose of protection against radioactive contamination in nuclear facilities
and the like. ' - |

2. Definitions

For the main terms used in this Standard the definitions in JIS T 8001
apply, and the rest of the terms shall be as follows:

(1) pressurized clothing A ventilated-pressurized clothing which
protects the whole body or upper half-body with a protective
. clothing, made of impermeable material, having internal ventilation
device which maintains the ventilation positive pressure in the
clothing, supplying breathable air from outside of the clothing.

(2) unpressurized clothing An unventilated-unpressurized clothing
which protects the whole body or the part of body excluding
respiratory tract with a protective clothing, made of impermeable

material or permeable material, having no internal ventilation device
in the clothing.

(3) protection factor for pressurized clothing A factor indicating all-
over protective performances of a pressurized clothing, which is the
ratio of the average concentration of pollutant in the air inside the
head part of pressurized clothing to the average concentration of
poliutant in the air of working environment.

e

Applicable Standards and Corresponding International Standard: See page 8.
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3. Classification

3.1 Pressurized Clothings The types of pressurized clothings shall be in

accordance with the following:

(1) Typel A pressurized clothing which discharges exhaust air to

| outside the working environment by an exhaust device consisting
of an exhaust pipe being attached with valve, filter for combined
“use of microparticles, gas, and the like to its end, which has
been mounted on the:pressurized clothing,

(2) Type II A pressurized clothing which discharges exhaust air to
- inside the working environment by an exhaust device consisting

of an exhaust pipe being attached with valve, filter for combined
use of microparticles, gas and the like to its end, which has been
mounted on the pressurized clothing.

(3) TEQE III A pressurized clothing which discharges exhaust air to
inside the working environment through the exhaust opening of
an.exhaust device consisting of valve, filter for combined use of
microparticles, gas and the like which has been mounted on
the pressurized clothing,

(4) sze IV A pressurized clothing which discharges exhaust air to
inside the working environment through skirt, sleeves and the like,
without specifying the exhausting opening. -

. 3.2 Unpressurized Clothing The types of unpressurized clothing shall
be in accordance with the follwoing:

(1) Type V An unpressurized clothing which has been made of -
impermeable material so that it.is capable of protecting a wearer
from liquid radioactive contamination and dry radioactive con-
tamination, jointly using a protective tool for breathing regarding
respiratory protection. | |

(2) Type VI An unpressurized clothing which has been made of
permeable materigl so that it is capable of protecting a wearer from
dry radioactive contamination, jointly using a protective tool for
breathing regarding respiratory protection. -

4. Performances

4,1 Pressurized Clothing

4.1.1 Protective Performance The protective performance of the

pressurized clothing, when tested in accordance with 7.1, shall gsatisiy the
values of Table.,
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