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' JAPANESE INDUSTRIAL STANDARD JIS

X-ray Tables and Stands for Medical Use Z 4904-1988

1. Scope

This Japanese Industrial Standard specifies the X-ray tables and stands
for medical use specified in JIS Z 4703, hereinafter referred to as the "table
* or stand".

Further, for the items other than those specified in this Standard, the
c specifications of JIS Z 4703 shall apply.
2. Definitions

For the purpose of this standard, the following definitions apply.
The other terms and definitions are given in JIS Z 4701, JIS Z 4703 and
JIS Z 4005.

‘ (1) X-ray tables and stands for medical use The tables and stands
- able to position the human body for X-ray diagnosis and to record
the X-ray image directly on film.

(2) horizontal type table The table to be used only in the horizontal
posture.

(3) inclining type table The table whose top plate is able to be trans-
ferred from horizontal posture to inclined posture.

(4) standing and lying type table The table whose top plate is able to
be transferred from horizontal posture to standing posture and
back-inclined posture (see Informative Reference Fig. 1).

(5) standing posture type stand The stand to be used only in standing
posture,

(6) Lieder's radiographic stand One kind of standing posture type
©  stands equipped with the cassette holder only (see Informative
. Reference Fig. 2). -

(7) top plate part The general term for the top plate to support human
body and the frame to support top plate.

Applicable Standards and Corresponding International
Standard: See page 8.
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(8) .image reception part The general term for the image reception device
(film cassette, Bucky device, etc.) and the part to support this,

(9) base plate surface Upper surface of step tread or floor surface in.
' the standing posture type stand. In the case of Lieder's radiographic
stand, the upper surface of base bed.

3. Classification

The tables and stands shall be classified as follows:

Horizontal type table

Inclining type table

Standing and lying type table

Standing posture type stand (Lieder's radiographic stand is included.)

Further, these tables and stands shall be divided into the fixed top plate
type and movable top plate type.

4. Performance

4.1 Load Mass The load mass shall be in accordance with the specifications
in JIS Z 4703.

~ 4.2 Mechanical Rigidity of Lieder's Radiographic Stand When the cassette
JC 35.6 x 35.6 specified in JIS Z 4905 has been equipped and the support for
upper part of cassette has been held at the height 1.5 m over the base bed

“and the force of 250 N has been applied in the central part of cassette in
direction perpendicular to cassette surface, the deflexion of 20 mm or over
shall not be generated.

"4.3 Angles of Inclination and Standing-Lying The moving angles of the -
inclining type and standing and lying type tables shall be of the values as
given in the following: :

Inclining type 15°or over up to 30°incl. from horizontal posture.

Standing and lying type Standing posture (90° and back-inclination
15° or over from horizontal posture.

4.4 Moving Amount of Top Plate In the movable top plate type tables and
stands in which the top plate is able to move in longitudinal or width direction,
the moving amount of top plate in longitudinal direction shall be the value
given in Table 1 or over and the moving amount in width direction shall be
150 mm or over,
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