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Q JAPANESE INDUSTRIAL STANDARD I A

Quality Requirements for Processed 35 mm Z 6005-1989
Silver Gelatin Microfilm of Technical Drawings

1. Scope

This Japanese Industrial Standard specifies quality requirements for
processed 35 mm silver gelatin microfilm, hereafter referred to as "film" of
from first generation to third generation used for the purpose of distribution
or exchange of technical drawings.
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2. Definitions

For the purpose of this Standard main definitions are in accordance with
JIS Z 6004 and to others the following definitions apply:

(1) generation Taking the photographed film (first generation film) as
Q the reference, the designation when the reproduction is duplicated in
series therefrom.

(2) n-th generation Taking the first generation film as the first, the »-th
generation from the first generation.

(3) background density In a microimage of photographed body, the
density of the part where letters and view lines are not drawn.
It is called background density. '

3. Quality

3.1 Treatment and Storage The treatment and storage of film requiring
the stabilized image quality shall be in accordance with JIS Z 6009 and in
addition, as follows:

(1) The appearance, when viewed by projecting the film by microfilm
leader, shall be free from difficult portion to read out the letters
and view lines of microimage in comparison with the photographed

Q body or master.

Further, the film shall be free from such flaws, finger mark,
stain, etc. as to be harmful to quality in reproduction.

(2) The test for residual thiosulfate and activity test for photographic
image of storage material shall be carried out according to 4.1 and
4.2 and, comply with the conditions of permanent storage film.

. Applicable Standards, Corresponding International Standard and Reference
) Standard: See page 4. '
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