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JAPANESE INDUSTRIAL STANDARD JIS

Density of Silver-Gelatin Type Z 6010-1984
Microfilms for Micrographics

1. Scope
This Japanese Industrial Standard specifies the density of silver-gelatin
+ type microfilms for micrographics, hereinafter referred to as the "film",
processed to the second generation to be obtained by photographing or
reprinting.

.

Remark: This standard does not apply to the following films:
(1) Drawing films H
(2) Films manufactured with computer output microfilmer

‘ Note (') The density of drawing films shall be in
accordance with JIS Z 6005.

2. Definitions
Main definitions used in this standard shall be as follows:

(1) SEDAI (Japanese)(generation) It is the nominal where a subject
-document is used as a standard and the photographic reproduction is
systematically duplicated therefrom. The film on which the subject
document is photographed, is called the first generation, the film
contact-printed from the first generation being called the second
generation and the film further contact-printed from the second
generation is called the third generation. ' '

(2) background density The density of the area where any character
and drawing line are not drawn in the microimage of subject
document. '

Applicable Standards:
JIS K 7613-Determination of ISO Speed of Colour Reversal Camera Films
for Still Photography and Direct Projection Motion-Picture
% Photography

JIS Z 6005-Quality Requirements for Processed 35 mm Microfilm of
Technical Drawings - Silver Gelatin Type Film

Corresponding International Standard:
ISO 6200-Micrographics - Density of silver-gelatin type films
Reference Standard:

. JIS Z 6001-Microfiche of Source Documents
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