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JAPANESE INDUSTRIAL STANDARD JIS
Whiteness of near-white opaque materials - Z 8715-1991
Specifying method
1. Scope
‘This Japanese Industrial Standard specifies the method of determining the
degree of whiteness of the surface colour of near-white opaque materials under
standard illuminant Des based on the whiteness index and the tint index.

Remarks 1. The whiteness index specified herein is a relative visual evaluation
of the whiteness of samples that can generally be called white,
not differing much in properties of colour and fluorescence, and
measured using similar instruments and under similar conditions.

2, The method of specifying whiteness in this Standard adheres
to the method for evaluating whiteness specified in 5.3 of Publi-

cation CIE No. 15.2 (1986) COLORIMETRY, SECOND EDITION
recommended by the Commission Internationale de 1'Eclairage,

(CIE).

3. The following Standards are cited in this Standard:
JIS Z 8105-Glossary of Colour Terms
JIS Z 8401-Rules for Rounding Off of Numerical Values

JIS Z 8717-Methods of Measurement for Colour of Fluorescent
Objects

JIS 7 8720-Standard Illuminants and Sources for Colorimetry

JIS Z 8722-Methods of Measurement for Colour of Reflecting
or Transmitting Objects

4. The International Standard corresponding to this Standard is
ISO 105-J02: 1987 (Textiles - Tests for colour fastness - Part
J02: Method for the instrumental assessment of whiteness).

2. Definitions

For the purposes of this Standard, the following definitions apply.  Other
definitions are as given in JIS Z 8105.

(1) hiteness The degree of whiteness of the surface colour.
(2) whiteness index (Symbol: W or -Wy,) Values expressing whiteness as re-

commended by the Commission Internationale de 1'Echairage in 1986. The
larger the value, the greater the degree of whitness.

(3) tint index (Symbol: 7w or Tws. ) Values expressing the tint as recommend-
ed by the Commission Internationale de 1'Eclairage in 1986. The larger
the value, the larger the degree of green, and the smaller the value, the
larger the degree of red.
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