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JAPANESE INDUSTRIAL STANDARD
JIS Z 9104-1995
Safety signs--General specification
April, 1997
ERRATA

Page 2, in (8) of clause &
Replace “Instruction sign” with “Leading sign” so that it reads :

(8) Leading sign wused for enhancement of consciousness of safety and
hygiene.

Pages &4 through 8
In the heading of column 6 and Remarks of Fig.]1

Replace “Warning and protective signs(example)” with:

“Warning word signs(example)”

Page 7
Fig. 1, in the heading of (8)

Replace “(8) Guidance signs” by “(8) Leading signs”

Page 7
Fig. 1, in column 2(Colour arrangement), lines 1 and 2 from the bottom of
table

”

Replace “Text and graphic symbol : Blackﬁc with:

“Text : BlackﬂzlGraphic symbol : Green”

Remarks : This errata is for correcting the first edition of this Standard.
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In the event of any doubt arising,
the original Standard in Japanese is to be final authority

Errata for JIS (English edition) are printed in Standardization Journal, published monthly
by the Japanese Standards Association.

Errata will be provided upon request, please contact:
Business Department,

Japanese Standards Association

4-1-24, Akasaka, Minato-ku,

Tokyo, JAPAN 107

TEL. 03-3583-8002

FAX. 03-3583-0462

Errata are also provided to subscribers of JIS (English edition) in Monthly Information.

Documents

Document Sharing Hub

Copyright by the Japanese Industrial Standards
Fri Sépu0%d8:60:30R0ktails: JIS Z 9104 0


http://www.avadocuments.com/doc/jis-z-9104-0
http://www.avadocuments.com/doc/jis-z-9104-0

JIS Zx9104 95 M@ 4933608 0531705 113 M

UDC 62-777:614.8
JAPANESE INDUSTRIAL STANDARD JIS

Safety signs—General specification Z 9104-1995

; 1. Scope This Japanese Industrial Standard specifies the general matters of

‘ the safety signs to transmit visually clearly the warning, instruction, information
and the like concerning safety so as to be able to prevent the accident and disas-
ter that injure human beings and damage properties and to take promptly such
actions as first-aid relief, refuge guidance, fire prevention, etc. at the time of
emergency such as outbreak of accident and disaster.

1 Remarks 1. Safety signs are the flat plate expressing warning, instruction
' and information relating to safety in such a way easy to under-
stand at one glance by combining safety colours and shapes,
letters, graphic symbols or illustrations.

There are simple ones such as label, seal, etc. in addition to
those made by metallic materials and synthetic resin plate as
represented by the safety sign boards specified in JIS Z 9107,
according to the base materials.

According to the using states, there are also tag, placard and
the like, in addition to safety warning signs.

2. If there is any discrepancy between this Standard and other
standards, for example, JIS M 7001 (Signs of mine safety), JIS
Z 9102 (Identification marking for piping systems), JIS W 8301
(Aeronautical ground light and surface marking colours), JIS E
3301 (Point indicators), JIS E 3303 (Lenses, filters, reflectors
and semi-sealed units for railway signals), JIS E 3701 (Railway
crossing equipment — Safety colour code) and JIS W 0601 (Aero-
space — Pipelines — Identification), individual standard shall

apply.

3. The traffic signals (stipulated by Road Traffic Law Enforcement
Order) and road signs (stipulated by order concerning road signs,
division lines and road marking) based on the Road Traffic Law
shall observe the stipulation of this Law.

4. The standards cited in this Standard are as follows:
JIS Z 9101 Safety colours and safety signs
JIS Z 9103 Safety signs
JIS Z 9107 Safety sign boards

2. Definitions For the purpose of this Standard, the following definitions apply:

(1) safety colours Chromatic colours of high chroma having specific attribute
clearly given the meaning concerning safety (see JIS Z 9101).

(2) contrast colours  Achromatic colours used for letters, symbols and the
like having effect to emphasize the safety colours (see JIS Z 9101).
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