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UDC 62-777:614.8-084
JAPANESE INDUSTRIAL STANDARD JIS

Self-Luminous Safety Signs Z 9115-1979
(Reaffirmed: 1984)

1, Scope

This Japanese Industrial Standard specifies the self-luminous safety
signs used in underground passages (excluding those connecting with
underground market), ships, aeroplanes, etc,

The self-luminous safety signs herein, hereinafter referred to as the
"signs" have the purposes to prevent accidents by acting as safety sign
boards of JIS Z 9107 in daytime or bright places and by self-luminating in
nighttime or at service interruption, or the like,

Remark: The units and numerical values given in { } in this stand- -
ard are in accordance with the International System of Units
(SI), and are appended for reference.

2. Classification

The signs shall be classified as given' in Table 1, and their artistic
design shall be in accordance with JIS Z 9103 and JIS Z 9107, as appro-
priate.

Table 1
Classification Examples of character and artistic designs
(1) Concerning Emergency exit, emergency stairs, relief
lifesaving places, relief boats, etc., and directional

signs indicating their directions

(2) Concerning Explosives and the like
explosion :

(3) Concerning fire Fire extinguisher, fire hydrant, etc.
prevention

Applicable Standards:
JIS B 1501-Steel Balls for Bearings
JIS Z 4504-Smear Testing Method for Radioactive Surface Contamination
JIS Z 9103-Safety Signs
JIS Z 9107-Safety Signs Boards

JIS Z 9108-Fluorescent Safety Signs
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