JAPANESE AUTOMOBILE STANDARD

JASO B001-97

Form of caution plates

1. Scope

This standard specifies the form of Caution plates (Content,
colouration, character style, writing style, characters and terms,
figures and unit symbols, character size, language, and posi-
tion) used as a guideline by designers when they design alert
indicators (hereinafter referred to as "caution plates”) to be at-
tached on the components of automobiles (excluding two-
wheeled vehicles).

Remark: The standards applicable to this standard are as

follows.
JIS Z 8202 Quantity symbols, unit symbols, and chemical
symbols
JIS Z 8701 Specification of colours according to the CIE

1931 standard colourimetric system and the CIE
1964 supplementary standard colourimetric sys-
tem

JASO Z 201 General rules for glossary of terms relating to
automobiles

2. Definitions

Definitions of major terms used in this standard are as follows.
(1) Caution plates
These plates are attached when it is expected that, even
when an operator operates a car normally, the car may
give a damage to the operator if he mis-operates it (nor-
mal operating procedures are not followed) and a pre-
ventive technique (design improvement of cars) that can
be developed in reasonable range is not yet established.
They inform the operator of the character, seriousness,
and preventing method of damage.
Normal operation
Inspections and maintenance of cars before and during
traveling, and operation and riding together on roads
where cars can travel.
(3) Hazard
Evens that, if a car is mis-operated (normal operating
procedures are not followed), it may produce a damage.
(4) Damage
Death, personal injury, and property damage.
(5) Foreseeability
Predictions and expectations of the present design by
designers based on the past examples and reasonable
thoughts.
(6) Preventive technique that can be developed in rea-
sonable range
Design improvement that can be achieved by generally
acceptable industrial techniques (design specification,
production engineering, and materials).
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3. Shape and Dimensions

The shape and dimensions of caution plates shall not be de-
fined specifically because the requirements for the areas in which
the caution plates are to be mounted are different according to
the conditions of a vehicle or components on which the caution
plates are to be mounted.

4. Indication Procedures
4.1 Content

The content of a caution plate shall be formed with either or a
combination of three panels: a signal panel, pictorial panel, and
message panel.

Also, the signal, pictorial, or message panel may be included in
the instruction or maintenance indication.

(1) Three-panel type
The content shall be formed with three panels: signal
panel, pictorial panel, and message panel. Because the
requirements for the areas in which caution plates to be
mounted are different according to the conditions of the
components on which the caution plates are to be
mounted, the arrangement of these three panels shall
not be defined specifically. It should be in accordance
with Fig. 1.

(2) Two-panel type

The content shall be formed with two panels: signal panel

and pictorial panel or message panel. Because the re-

quirements for the areas in which caution plates to be

mounted are different according to the conditions of the

components on which the caution plates are to be

mounted, the arrangement of these two panels shall not

be defined specifically. It should be in accordance with

Fig. 2.

One-panel type

The content shall be formed with a pictorial panel only.
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Fig. 1 General formation of three-panel type

Vertical configuration Horizontal configuration

Signal panel Signal panel

Pictorial

Pictorial panel
panel Message panel

Message panel

Fig. 2 General formation of two-panel type

Vertical configuration Vertical configuration
Signal panel Signal panel
Message panel Pictorial panel

4.2 Signal panel

The signal panel shall include a signal indicating the serious-
ness of damage. As the signal, an alert symbol (mark indicat-
ing the presence of danger) and a signal word (word indicating
the seriousness of damage) shall be arranged as shown in Fig.
3. When multiple types of signal levels are mixed, they may be
unified into one at which damage is mostly serious.

Fig. 3 Arrangement in signal panel (Example)

Alert symbol ~

/ Signal word
CAUTION “

4.2.1 Alert symbol

As an alert symbol, an exclamation mark shall be arranged in a

triangle as shown in Fig. 4. The height of the alert symbol shall

be equal to or more than that of a signal word.

Reference: The detailed shape of the alert symbol shall not be
defined, and its typical example is shown in Refer-
ence drawing 1.

Fig. 4 Alert symbol (Example)

Exclamation mark

Triangle
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Reference Drawing 1 General dimensions of alert symbol

Equilateral triangle with a side length of A

A

R0.088A

R0.054A (3 positions)

0.57A

0.23A
0.12A

$0.136A

4.2.2 Signal word

A signal word includes the following three types.
Also the examples of some signal words which are translated
from Japanese into some foreign languages are shown in Table

1.
(1) DANGER

(2) WARNING

This signal word shall be used when a hazard which may
cause death or serious personal injury directly if a car is
mis-operated (normal operating procedures are not fol-

lowed) may be encountered.
It should be used when the probability of occurrence of

This signal word shall be used when a hazard which will
cause death or serious personal injury directly if a car is
mis-operated (normal operating procedures are not fol-
lowed) may be encountered.

It should be used conservatively only when the most
serious danger may be encountered.
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personal injury is less than in DANGER.

CAUTION

This signal word shall be used when a hazard which may
cause minor or moderate personal injury if a car is mis-
operated (normal operating procedures are not followed)
may be encountered.

It may be used only for those property damages which
do not follow personal injury.

Table 1 Signal words in foreign languages (Example)

Japanese English French Germany
f& Mg DANGER DANGER GEFAHR
&5 WARNING AVERTISSEMENT ACHTUNG
i E CAUTION ATTENTION VORSICHT
3
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4.3 Pictorial panel

The pictorials used for this panel shall be in accordance with
those geometrical shapes and meanings shown in Table 2. The
content of the pictorials shall refer to the relevant governmental
standards and ISO. However, if any proper example is not found
or more proper pictorial is desired, a pictorial may be designed
by yourself.

Table 2 Geometrical shapes and meanings

Geometrical shape Meaning of shape Example of graphic
Circle and obligue line
in the direction of right Prohibited (') Contact prohibited
side down
X-mark >< Prohibited (') g Contact prohibited
Triangle A Alert A Caution on electrification
Quadrangle Description - Direction of pass
Circle O Obligation @ Read operation manual.

NOTE ('): Either may be used if the pictorial is easy to understand and the item to be prohibited can be noticed correctly.

4.4 Message panel

A message panel shall include those brief and clear messages
including the character, seriousness, and preventive method of
damage. When the prevention method of damage can be found
easily from the pictorial panel, the message may be omitted. If
a hazard and preventive method cannot be filled completely in
the message panel, it shall be indicated in it to refer to the op-
eration manual or maintenance manual.

(1) Character of damage
Type of potential hazard that may be encountered if a
car is mis-operated {(normal operating procedures are
not followed). For example, downfall, high temperature,
electrification, explosion, toxicity, inclusion into rotating
sections, and falling of heavy loads.
Seriousness of damage
Shall be in accordance with item 4.2.2 (This may be
omitted if the character and seriousness of damage can
be found easily from the appearance of a product).
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{3) Preventive method of damage
Method whereby a car is prevented from being involved
in a hazard.
Example: Do not touch it when it is hot. Ventilate and do
not move it closely to sparks or flame. Set a safety sup-
port bar securely.

4.5 Colouration

To make it easier to see the content of indications on a caution
plate, the content shall be contrasted with the background colour.
For raised indications by a forming, however, the contrast may
not be given if the content of indications is legible. The colouration
in each panel shall be as shown below.
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