JAPANESE AUTOMOBILE STANDARD

JASO B 102-87

Bumper Heights for Automobiles

1. Scope

This standard specifies bumper heights for passenger
cars (1), trucks (*) and buses (*) among the ordinary
cars (%), compact cars (%) and light cars (*). However,
it does not specifies the bumpers for the following cars.
(1) Motorcycles
(2) Motor tricycle
(3) Cars for special use
(4) Rear parts of ordinary cars (1) used for trans-
port of goods
(5) Rear parts of trucks among compact cars(})
and light cars (1) used for transport of goods

Note (!) Cars specified by Notification of the Ministry of
Transpart No. 599 ‘‘Classification of Uses etc.
of Automobiles’” issued in 1974,
(2) Cars specified by Attached Table 1, Section 2,
Enforcement Regulations, Road Transport Act.

2. Purpose

This standard aims to unify the bumper heights so that
the bumpers of all cars will be in contact with one ano-
ther under any condition from empty state to fully
loaded state on general roads to protect lamps, impor-
tant component parts and outside panels of cars from
being damaged seriously when cars collide with one
another while their drivers are parking or driving at
low speeds in a traffic jam.

3. Definitions

Meanings of major terms to be used in this standard
shall be as follows;

(1) State of empty car: A state of car which is
equipped with all items necessary for travel
including full of fuel, lubricating oil, coolant,
brake fluid, etc.

(2) State of car with maximum load: State of car
which is equally loaded with full passenger
capacity and maximum goods weight.

(3) Bumper: Protective buffers of cars to be install-
ed to front and rear of cars. One bumper con-
sists of several horizontal elements or vertical
elements or both of them.

{(4) Horizontal elements: Members set almost hori-
zontally to secure the effective contact area
of a bumper.

(5) Vertical elements: Members set almost vertical-
ly to secure the effective contact area of a
bumper,

{6) Bumper heights: Heights of the top (h,)
and the bottom (h,) of the effective contact
area of a bumper abaove the ground (See Fig. 1).

(7) Effective contact area: Area between the top
(hy) and the bottom (h,) of a bumper (See
Fig. 1).

Fig. 1 Bumper Height and Effective Contact Area
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4. Classification of Applicable Cars

5. Requirements

The applicable cars shall be classified as shown in

5.1 Bumper Heights

Table 1.
The bumper heights shall satisfy the values shown in
Table 2 when they are measured according to the
method described in 6.
Table 1 Classification of Applicable Cars
Symbol Classification Applicable cars
A Paésenger car Ordinary and compact passenger cars
B Trade car Barieties of passenger cars and compact lorries used for both goods and passengers
C Compact truck Compact lorries other than trade cars
D Middie-sized truck Ordinary lorries which have maximum load capacity below 5000 kg
E Large-sized truck Ordinary lorries which have maximum load capacity of 5000 kg and above
F Compact bus Buses which have overall length shorter than 7 m
G Large-sized bus Buses which have overali length of 7 m or longer
H Light passenger car Passenger cars among light cars
| Light trade car Light cars used for both goods and passengers
J Light truck Light lorries other than light trade cars
Table 2 Bumper Height Unit: mm
Bumper height
Symbol Classification Front bumper . Rear bumper
Top Bottom Top Botoom
A Passenger car
480 or above 470 or below
B Trade car 480 or above 470 or below
o Compact truck -
D Middle-sized truck - 550 or below -
E Large-sized truck — ' 700 or below -
F Compact bus - 530 or below - 570 or below
G Large-sized bus - 600 or below - 650 or below
H Light passenger car - -
430 or above
! L.ight trade car 430 or above - -
J Light truck - -
2 Documents
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5.2 Lateral Area of Front Bumper

The front bumper of a car shall have horizontal elements
which continuously cover the front end of the car,
and at least 70% of the overall width of the car shall
satisfy the values in Table 2.

5.3 Lateral Area of Rear Bumper

The rear bumper of a car shall have horizontal elements
which continuously cover the rear end of the car, and
at least 70% of the overall width of the car shall satisfy
the values in Table 2. However, in case of a passenger
car, trade car, light passenger car or light trade car,
if it is difficult to cover the rear end of the car conti-
nuously, the rear end may be covered with spiit dis-
continuous horizontal elements or two or more vertical
elements which satisfy the specified height.

5.4 Requirements of Structure

The outermost of the effective contact area of a
bumper shall be located out of any part of lamps,
important component parts and outside panels to be
protected in any vertical section of the car in parallel
with the longitudinal center section of the car.

The surfaces of lamps installed to the bumper shall be
located inside of the adjacent bumper surface. However,
this shall not be applied to the licence piate lamp
installed to the top of the rear bumper and the front
turn signal lamps manufactured in accordance with the
standard of bus body.

6. Measuring Method

6.1 State of Car

The state of a car to be measured shall be as follows;

{1) Set the car in the state of empty car and that
of car loaded with maximum Jload. However, in
case of a trade car, light passenger car, light
trade car or light truck, set its state as shown
in Table 3.

{2) Set the air pressure in the tyres specified by
the car manufacturer.

(3) In case of a car which has a hydro-pneumatic,
fluid or air suspension system or a car which
adjusts its height automatically according to
the applied load, set that system to the normal
travelling condition specified by the car manu-
facturer.

6.2 Measurement of Bumper Heights

Park the car on a hard level flat place in the direct
travelling position according to 6.1 above, then measure
its bumper heights.

Table 3 Loading Condition of Trade Car, Light Passenger Car, Light Trade Car and Light Truek

Number of passengers
Symbol Classification Load weight
Front seats Rear seats
B Trade car 0 60% of max. load weight
H Light passenger car 1 -
2

| Light trade car

0 60% of max. load weight
J Light truck
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