JAPANESE AUTOMOBILE STANDARD

JASO B 106-85

Protection of the Occupants of the Cab

of a Commercial Vehicle

1. Scope

This standard specifies the cab of an automobile with
the gross weight of 1000 kg or over which carries goods
only (hereinafter referred to as “‘truck”). The standard,
however, shall not be applied to the canvas-top cab,
one-side cab, center cab, wind shield cab, cowl| cab,
no door cab type trucks, etc.
Remarks 1: Shapes of a cab of a vehicle which are not appli-
cable to this standard shall be pursuant to JASO
2 216 (Glossary of Terms Relating to Body of
Motor Trucks), except the canvas-top cab.

2: In this standard, units and numerica.l values
are based on Sl {International System of Units),
while units and numerical values given in{ }
are customary units system, and are given for
reference.

2. Purpose

This standard aims to reduce the damage of occupants
caused by deformation of the cab in case of a head-on
collision and overturn of a truck,

3. Definitions

Definision of main terms used in this standard are as
follows:
(1) Convas-top Cab Type Truck
A Truck with a cab which the roof is formed of
canvas, or tarpaulin etc.
(2) Cab-over Engine Truck
A truck that more than half of the overall
length of its engine is located behind the fore
front end of the windshield base, and the center
of the steering wheel is located within 1/4 front
of the overall length of the vehicle.

(3)

(4)

(5)

(6)

(7)

(8)

Panel Van

A van that satisfies the conditions of (2} cab-
over engine truck and spaces for the driver and
goods are united into one room.

Crew-cab Type Truck

A truck which has a cab provided with 1 ~ 2
rows of seats behind the front seat (refer to
JASO Z 216).

Dummy

An object that simulates a human body regard-
ing its size, shape, mass, and characteristics of
joints [refer to JASO Z 211 (Glossary of Terms
Relating to Autorriobile Safety)].

Manikin

An object that simplifies a human body in
sitting position with regard to its size and
shape.

R-point

A reference point of design corresponding to
the actually measured H-point, Then, adjustable
mechanisms, if any, for seat hight, seat back
angle, seat cushion fitting angle, etc. shall be
adjusted at the reference design positions
specified by the manufacturer [refer to JIS D
0024 (Road Vehicles—Procedure for H-point
Determination)] .

Here, a actually measured H-point means the
H-point of a three-dimensional manikin seated
on a normal driving or riding position at the
aftermost end of the seat slide specified by the
manufacturer.

Gross Vehicle Mass

Mass of a vehicle under the maximum loaded
condition [refer to JIS D 0122 (Glossary of
Terms Relating to Automobiles)] .

Applicable Standards: JIS D 0102-79

Glossary of Terms Relating to Automobiles — Dimensions, Masses, Weights

and Performances of Automobiles

JIS D 1060-82
JIS D 0024-85

Frontal and Rear Vehicle Collision Test Procedure
Determination of H-point of Automobiles

JASO B 201-76 Test Code of Side Door Lock Systems for Automobiles
JASO Z 103-83 Frontal Collision Test Procedure for Passenger Cars
JASO Z 211-83 Glossary of Terms Relating to Automobile Safety
JASO Z 216-77 Glossary of Terms Relating to Body of Motor Trucks

Reference Standards:

ECE No. 29 (01) Uniform Provisions Concerning the Aproval of Vehicles with Regard to the

Protection of the Occupants of the Cab of a Commercial Vehicle

JIS D 0101-82
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{9) Unloaded State

A state added following substances to the dry
state: Cooling liguid, fuel (90% of its capacity
or more), spare tyre (1), fire extinguisher (1),
standard spare parts (*), scotch (!), accom-
panying tools (1) {refer to JIS D 0102},

Here, air pressure of the tyre shall be the value
specified for the vehicle.

Note: (1) These may be excluded in the empty state.

(10) Door Locking Device
A device that makes a door unable to be
opened by one or both handles in- and outside
the door which is kept in completely closed
position [refer to JASO B 201 (Test Code of
Side Door Lock Systems for Automobiles)].

4. Performance

The cab of a truck shall satisfy the following perform-
ance under the condition after each test when the cab
is tested as shown in 6.

(1) A space able to contain the specified manikin
or dummy shall remain. Then, the manikin or
dummy shall not contact with any non-resilient
parts which have Shore A hardness of 50 or
more, except that only one place without
contact with non-resilient parts may be ob-
tained in a range of 0 ~ 25° of angle of each
left or right thigh aperture of the manikin or
the dummy.

(2) The parts to install the cab to the chassis may
be deformed or broken by the test as far as the
cab is not separated from the chassis.

(3) Doors shall not open during the tests. And,
these doors may not be apened after the tests

5. Kinds and General Conditions of Tests

5.1 Kinds of Tests

Tests shall be classified into following two kinds:
(1) Front Impact Test
{2) Roof Strength Test

5.2 General Conditions

5.2.1 Either of the front impact test or roof strength
test may be carried out earlier.

5.2.2 A single cab or different cabs may be used for
the front impact test and the roof strength test.

5.2.3 As for the roof strength, the test of 6.2 may be
omitted, if it will be proved that the space
prescribed in 4.{1) may be obtained by means
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of strength calculation of the component parts
of the roof or other methods.

6. Tests
6.1. Front Impact Test

6.1.1 Object Vehicles

Object vehicles shall be cab-over engine trucks and
panel vans.

6.1.2 Selection of Test Method

The front impact test shall, in principle, be carried
out by the pendulum impact test method of 6.1.5.
However, the fixed barrier test method of 6.1.6 may
be adopted using the clash test facilities with the
fixed barrier shown in 6.1.4 (2} may be adopted as
substitute for the test of 6.1.5, if the pendulum impact
test facilities of 6.1.4 (1) is absent.

6.1.3 Test Conditions

Test conditions shall be as follows:

(1) Test vehicle shall be kept under the state of
the chassis accompanied with cab or the state
specificed by the manufacturer.

(2) Optional parts and accessories shall be attached,
if necessary. But, the parts fitted on the roof
(roof-carrier, air deflecter, cab cooling unit,
etc.) shall be removed.

The parts having no effect on the test may be
removed.

(3) The door shall be closed, but the door locking
device shall not be locked.

{4) The door window glass may be either opened
or closed.

{5} Adjusted position of the adjustable steering
wheel shall be at the standard position of design
according to the body dimensions of the
manikin or-dummy used for the evaluation of
the test. Longitudinal position of the seat slide
shall be free.

{6) Manikins and dummies shall not be loaded.

6.1.4 Test Equipments

(1} Structure of Pendulum Impact Test Device

[refer to (a) and (b) of Attached Fig. 1 ]

(a) The striking surface of the striking plate of
the pendulum shall be flat; the striking
plate shall be highly rigid, and its mass shall
unifarmly be distributed. The striking plate
shall have 1500 =250 kg as mass, 2500 mm
in width, 800 mm in height, and its edges
shall be chamfered 1.5~ 5 mm.
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{b) The beams of the pendulum shall have
highly rigid structure. One ends of the
beams shall rigidly be fitted to the striking
plate symmetrically to the longitudianl
center plane perpendicular to the front
plane of the pendulum with a distance of
1000 mm or more, and the other ends
shall be fitted to the axis of suspension so
as to be able to rotate freely.

The distance between the axis of suspen-
sion and the center of the striking surface
shall be 3500 mm or more.

{¢) The frame and axis of suspension to
suspend the pendulum shall have rigid
structure.

(2) Structure of Clash Test Facilities with Fixed

Barrier

[refer to (¢} of Attached Fig. 1]

(a) The impact surface of the projection to be
attached to the fixed barrier prescribed in
JIS D 1060 (Frontal and Rear Vehicle
Collision Test Procedure) shall be flat and
highly rigid, and have the dimensions;
2500 mm or more in width, 800 mm in
height; and be chamfered 1.5~ 5 mm at its
edges.

{b) The projection shall have sufficient depth
from its impact surface so that a test
vehicle will not hit against the barrier and
the projection mounting portion on the
occasion of the crash. However, a fixed
barrier prescribed in JIS D 1060 may be
available when the test vehicle has no
contact with any portion outside the area
prescribed in (a).

{¢) The impact surface and the under surface
of the projection shall be set vertical and
parallel individually to the horizontal
ground surface.

6.1.5 Pendulum Impact Test Method

(1) Position and Direction of Striking

(a) Relative vertical positioning of the striking
surface of the pendulum and a test vehicle
shall be equall to following conditions:
The height of the center of strinking sur-
face shall be set so as to be 150 £ 10 mm
below the R-point of the driving seat under
unloaded state. When thus set value ex-
ceeds 1400 mm above the ground, it shall
be in the range of 1400_3 mm.

The inclination of the test vehicle in the
longitudianl direction shall be equivalent
to unloaded state.
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(2)

(3)

(b) As for the longitudinal location, the test
vehicle shall be fixed at a position where
the most front end of the test vehicle in
the range of contact touches the striking
surface of the pendulum, when the longi-
tudinal center line of the striking surface
of the pendulum is vertical. Then, longi-
tudinal dislocation of the striking surface
to perpendicularity shall be within 2560 mm
at the most front end of the test vehicle
inside the range of contact.

{c) Transverse disfocation between the longi-
tudinal center plane of the test vehicle and
the vertical center plane rectangular to the
striking surface shall be within £50 mm.

{d) Direction of impact shall be horizonta! and
parallel to the longitudinal center plane of
the test vehicle.

Fixing Method of Test Vehicle

Fixing method of test vehicles shall be pursuant

to the Appendix.

Striking Energy

Striking energy shall be classified by gross

vehicle masses as shown in foliowing Table.

As for a truck having gross mass 1000 kg or

more and less than 4000 kg, the striking energy

shall be decided in consideration of 29.4 kJ

{3000 kgf-m}, the energy for the gross vehicle

mass 4000 kg or more and less than 8000 kg.

Table Striking Energy

Gross Vehicle Mass Striking energy (E)

8000 kg or more 44,1 kJ {4500 kgf-m}

4000 kg or more and

less than 8000 kg 29.4 kJ {3000 kgf-m}

Note: Allowable error of the striking energy shall be
*5 %. But the allowable error may exceed +5%,
if the performance shown in 4. is satisfied.

(4) Test Procedure

(a) Put the test vehicle under the condition
prescribed in 6.1.3.

(b} Adjust the test vehicle so that the striking
position and direction is kept as prescribed
in (1).

{c} Fix the test vehicle according to (2).

{d) Let swing the pendulum so that the strik-
ing energy prescribed in (3) will be added
to the test vehicle.

(5) Evaluating Method
{5.1) Containable Space of Cab for Manikin or

Dummy

(a) The driver’s seat and its side-by-side seats
shall be evaluated.

(b) The manikin to be used for evaluation
shall be selected among the manikin
shown in Attached Fig. 2, and dummies
of JM 50 and AM 50 percentile.
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(c) Adjusting devices for seat height, inclina-
tion of the seatback, etc. shall be set at a
standard position of design according to
body dimensions of the manikin or
dummy used for the evaluation.

{d) The manikin or dummy shall be set in
normal sitting posture so that the center
of rotation of the body and femoral
regions of the manikin or dummy coin-
cides with the R-point.

And, make the longitudinal position of
the seat slided to a standard position of
design according to the manikin or
dummy for the evaluation, and examine
the contact between the manikin or
dummy and non-resilient parts.
Then, keeping the angle of each thigh
aperture of the manikin or dummy within
the range of 0 ~ 25° both left- and right-
ward from a vertical center plane rectan-
gular to the frontal plane of the manikin
or dummy, examine whether a position
where the manikin or dummy does not
contact with any non-resilient part
thaving Shore A hardness of 50 or more)
remains or not.
Further, the manikin or dummy may be
disassembled for its easy ioading into
the cab and be reassembled there.
(5.2) Separation of Cab from Chassis Frame
After the test, the cab shall be observed visually
whether it is separated from the chassis or not,
(5.3) Release of Door
Doors shall be observed visually whether it is
kept closed or not.

6.1.6 Test Method with Fixed Barrier

(1) Position and Direction of Clash

(a) Height of the center of the impact surface
of the projection shall be set identically
with the relative positioning between the
striking surface of the pendulum and the
test vehicle prescribed in 6.1.5 (1) (a).

{b) Transverse dislocation between the longi-
tudinal center plane rectangular to the
impact surface of the projection and the
longitudinal center plane of the test
vehicle shall be within £ 300 mm at the
clash.

(c) The angle between the impact surface of
the projection and the longitudinal center
axis shall be within 90 + 2°.

{d) Direction of clash shall be set parallel to
the horizontal ground surface and the
longitudinal center plane of the test
vehicle.
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(2) Speed of Clash
Speed of clash shall be calculated from the
shock energy (E) prescribed in the Table of
6.1.5 (3) by following formula:

vV = L/Ij x 3.6
Where, V : Speed of clash km/h
E : Shock energy J

M : Mass of a test vehicle kg

Note: Speed of clash shall be *? km/h against the cal-
culated speed. But; the higher speed is available
if the performance of 4. has been satisfied.

(3) Test Procedure

(a) Put the test vehicle under the condition
prescribed in 6.1.3.

{b) Adjust the mounting portion of the projec-
tion and set the test vehicle so that the
position and direction of the clash pre-
scribed in (1) may be obtained for the test
vehicle.

(c) Make the test vehicle clashed to the projec-
tion at a speed prescribed in (2).

(d) Detection.of the speed of clash shail be
pursuant to the method prescribed in
JASO Z 103 (Frontal Collision Test Pro-
cedure for Passenger Cars).

{4) Evaluating Method
Evaluating method shall be pursuant to 6.1.5
(5).

6.2 Roof Strength Test

6.2.1 Object Vehciels

Object vehicles shall be cab-over engine trucks and cab-
behind engine trucks except panel vans and crew-cab
type trucks.

6.2.2 Test Conditions

Test conditions shall be in accordance with 6.1.3 (2)
~ {6).

And, the test vehicle shall be set in accordance with
either 6.1.3 (1) or the condition that a cab is mounted
on the frame.

6.2.3 Test Equipments

Test devices shall be as follows (refer to the Fig.).

(1) The loading plate and its fitting portion shall
have high rigidity, and the contact surface of
the loading plate shall have a shape conformed
to the roof or a flat shape.

{2) The size of the contact surface of the loading
plate shall cover whole of the roof.
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