JAPANESE AUTOMOBILE STANDARD

JASO C 712-82

Bench Test Procedure for the Performance of Power

Steering Pump

1. Scope

This standard covers the bench test procedure for the
performance of oil pumps for automobile power
steering systems.

Remark: In this standard, units and numerical values given in

{ } are based on the International System of Units
(S1), and are given for reference.

2. Purpose

The purpose of this standard is to establish a general
bench test procedure for the performance of pumps.

3. Definitions

For the purposes of this standard, the following
definitions are applied.

(1) Preferred number of revolutions Shall refer to
the preferred number of revolutions per minute
of a pump used on a vehicle.

(2) No load pressure Shall refer to the power
steering system pressure, generally below
5kgf/cm? {0.5MPa}, assumed to indicate in its
neutral position.

(3) Relief pressure Shall refer tothe preset pressure
set on a relief valve which allows the working
fluid to escape when the system pressure
exceeds the preset value.

(4) Input torque Shall refer to the torque required
to drive the pump.

4, Kinds of Test

The following kinds of test are specified in this
standard,
{1} Test on the effect of the number of revolutions
on delivery flow (NW—Q characteristic test)
{2) Test on the effect of delivery pressure on
delivery flow {P—Q characteristic test)
(3) Relief pressure test
(4) Input torque test
(5) Noise test
(6) Leak test

5. General Test Conditions

The following test conditions shall be used unless
otherwise specified.

(1) Ambient temperature shall be based on JIS Z
8703 (Standard Conditions for Testing) Grade
40r20+ 15°C.

(2) Working fluid Shall be as agreed between the
parties concerned.

(3) Tgmperature of working fluid Shall be 55°C *
5C.

{4) Air bleeding Prior to any test, the pump and
the testing system shall be bled sufficiently.

{5) Break-in Prior to any test, a pump to be tested
shall be subjected to a proper amount of
break-in.

{6) Measuring instrument A suitable measuring
instrument or instruments shall be used for the
test concerned. Particularly converting delivery
flow into an electrical signal, the measuring
instrument shall be calibrated before a test is
performed.

(7) Operation When an X—Y recorder is used, the
number of revolutions and the pressure shall be
changed at a rate with which the X—Y recorder
can follow.

6. Test Pump

A pump to be tested shall either be re-adjusted under
official supervision, removed wholly from the vehicle,
or reinstalled.

7. Testing Method

7.1 Test on Effect of Number of Revolutions on
Delivery Flow (V—Q characteristic Test)

This test shall be used to measure the delivery flow of a

pump at different numbers of revolutions per minute

while holding delivery pressure constant. )
(1) Instrumentation Shown in Fig. 1.
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Fig. 1 Block Diagram for Measuring N-Q Characteristic
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{2) Test Conditions
(M Number of revolutions Shall be within the
range of preferred revolutions.
@ Delivery pressure Shall be no-load pressure
unless otherwise specified.

Remark: Where other than no-load pressure values are
required for testing, 3Okgf/cm® {3.0MPa},
50kgf/cm? {5.0MPa} are recommended.

(3) Test Procedure

A test procedure shall consist of (1), varying
the number of revolutions gradually from the
lowest to the highest value while a constant
delivery pressure is maintained by means of
controling stop valve or a balance-type relief
valve, and (2), taking a successive record of the
delivery flow according to the changes of rpms.

(4) Recording

@ The measurements shall be recorded on the
X-=Y recorder with graph paper shown in
Attached Table 2,

@ Test results and comments shall be filled
appropriately in-a form shown in Attached
Table 1.
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7.2 Test on Effect of Delivery Pressure on Delivery
Flow (P—Q Curve Test)

This test shall be used to measure the delivery flow of a
pump at different delivery pressures while holding
pump speed constant.

(1) Instrumentation Shown in Fig. 2.
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Fig. 2 Block Diagram for Measuring P—Q Characteristic
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(2) Test Conditions

@ Temperature of working fluid Shall be

55+ 5°C or 80 £ 5°C.

@ Delivery pressure Shall be between the

no-load and pump relief pressures.

@ Number of revolutions Shall be 600rpm
and values agreed upon between the parties
concerned.

(3) Test Procedure

A test procedure shall consist of (1), setting the
pump at specified values of rpm and no-load
pressure, (2), gradually throttling the stop valve
or the balance-type relief valve while controling
the speed change gear in order to maintain the
rpm, and (3), taking a successive record of
delivery flow according to the changes of
delivery pressures.

{4) Recording

The measurements shall be recorded on the
X=Y recorder with graph paper shown in
Attached Table 3.

Test results and comments shall be filled
appropriately in a form shown in Attached
Table 1.

@

7.3 Relief Pressure Test

This test shall be used to measure the relief pressure of
a pump, and may be conducted together with a test
specified in 7.2,

(1) Instrumentation  Shown in Fig. 3.

Fig. 3 Block Diagram for Mearuing Relief Pressure
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{2) Test Conditions
Number of revolutions: Shall be 600rpm or
values agreed upon between the parties con-
cerned.

(3) Test Procedure
Relief pressure shall be read enough after the
stop valve or the balance-type relief valve has
been tightly closed. The relief pressure shall not
be maintained for more than 5 seconds.

(4) Recording
The Results and comments shall be filled in a
form as shown in Attached Table 1.

7.4 Input Torque Test

(3).

(4)

Test Procedure

The pump speed shall be varied gradually from

the lowest value to the highest within the

preferred rpm range, and a successive record of

input torque shall be taken as it varies accord-

ing to the changes of rpms.

Recording

(@) The measurements shall be recorded on the
X—Y recorder with graph paper shown in
Attached Table 4. :

@ Results and comments shall be filled ap-
propriately in a form a shown in Attached
Table 1.

7.5 Noise Test

This test shall be used to measure the input torque of a

pump at different values of pump rpm and delivery This test shall be used to determine the noise levels
pressure. radiated from a pump.

{1) Instrumentation
An example of testing equipments is shown
schematically in Fig. 4, in which a torque
pickup is set between the pump and the
variable-speed motor.

(2) Test Conditions
(@ Number of revolutions Shall be within the
range of preferred rpms.
2 Delivery pressure Shall be no-load pressure
and values agreed upon between the parties

(1)

Instrumentation

(@) Environment As shown in Fig. 5, the noise
test should be carried on in a soundproof
test cell. A microphone shall be set 15cm
from the pump outer wall.

(@ Sound level meter A sound level meter
depend on JIS C 1502 or one of higher
quality shall be used.

@ Background noise Shall be at least 10 dB
(A) lower than the noise level of pumps.
Background noise means the noise level
generated by the drive system alone.

Fig. 4 Block Diagram for Measuring Input Torque
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