JAPANESE AUTOMOBILE STANDARD

JASO D 605-96

Electric connector for automobiles

1. Scope
This standard specifies connector for wire-

to-wire connection (hereinafter referred to as the

connector) with a housing that is used for low

voltage circuits in automobiles.

Remark 1. Housings specifications are under dis-
cussion.

Remark 2. Applicable standards for this standard
are shown as follows.

JASO D 616: 1994 Test method of wire harness
connector for automobiles and
general requirements.

Road vehicles-Connections for

on-board electric harnesses

Part3: Tabs for multi-pole
connections-Dimensions
and specific require-
ments

ISO/DIS 8092-3

2. Definition

2.1 Tabs

The part that electrical connection of male con-
nectors which engage with female connectors is
made.

2.2 Tab orientation
The number and position of tabs within a hous-

ing.

2.3 Water-proof connector

Connectors that satisfy the requirements speci-
fied in 4.8 (Water-proof capability) in JASO D
616 by water-proofing methods, such as

rubber packing and O-rings etc.

2.4 Non-waterproof connector
Connectors without waterproof structure.

3. Types

The type of connector is determined by the
combination of the type of tab, tab orientation
and housing (water-proof or non water-proof).

3.1 Types of tab
Table 1 shows types of tab.
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Table 1 Types of tab

Types of tab (Nominal)
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3.2 Tab orientation

Table 2 shows types of tab orientation.

Table 2 Tab orientation

Types Number of tab rows Tabs position (')
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Table 2 Tab orientation (Continue)

Types Number of tab rows Tabs position (')
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Note ('): The numbers'of tabs except2 — C, 2 — D, 2 — E and 2 — F shows example.

4. Performance

The performance of connectors shall meet the
requirements specified in JASO D 616.
However, the connection resistance between
tabs and the counterpart terminals is specified in
2.1 (Connection resistance) of the Appendix 1.
in this standard.

5. Shape and dimensions

5.1 Shape and dimensions of tabs

Table 3 shows shapes and dimensions of tabs
for connectors.
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‘Table 3 Dimensions of tabs

Unit: mm
b1 ci It I2/13 c2 A B
T)r(\lpemqf tal)b : Tolerance of Tolerance of
(Nomina Max. | Min. | Max. | Min. | Min. | Max. | Min. | Max. | straightness . flatness
0.64 X 0.64 0.69 | 0.59 0.69 0.59 55 | 115 | 0.3 | 0.35 0.1 0.1
1.0 x 0.64 1.05 | 0.95 | 0.67 | 0.62 | 6.2 0.47 0.05
15 xX0.64 1.60 | 1.40 8.7 0.2
1.8 X 0.64 1.90 | 1.70
2.3 xX0.64 2.40 | 2.20
3.0 x 0.64(°) 3.10 | 290 0.55
2.8 x05 (°) 290 | 270 | 0.54 | 0.47 1.2 0.3 0.3 0.07
1.5 X0.8 160 | 140 0.84 | 0.77 115 0.85 | 0.6
2.8 X 0.8 2.90 | 2.70 | 12 | 03 | 05
48 x0.8 490 | 4.70 1.2 0.5
6.3 X 0.8 6.40 | 6.20 9.9 1.2 0.5
8.0 xX0.8 8.10 790 (086|079 | 7.8 12 {035 05
9.5 >< 1.2 960|940 (123|117 143 | 1.3 0.7 0.7 0.06
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Note () kzlh
¢) Chamfer shall be convex taper
() shall be the length of tabs necessary to engage the female connector
(Functioning part of the tab)
() This tab may be disused in future
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