JAPANESE AUTOMOBILE STANDARD

JASO T 802-88

Glossary of Terms Relating to Seats of Motorcycle

1. Scope

This standard specifies the terms relating to the
seats of motorcycle (hereinafter referred to as
“terms’’) and their definition.

2. Purpose

This standard is intended to standardize the
terms relating to the seats of motorcycle.

3. Classification of Terms

Terms shall be classified as follows:
(1) Types
(1.1) Terms Relating to Uses
(1.2) Terms Relating to Shapes
{1.3) Terms Relating to Structures
{1.4) Terms Relating to Mechanisms

{2) Terms for Parts
{2.1) Terms Relating to Parts of Seats
(2.2) Terms Relating to Function Parts
(3) Performance

4. No., Terms, and Definitions

No., terms, and their definitions shall be as

follows:

In addition, English equivalents, customary

words, and related standards are also shown.

The customary words shall not be used

hereafter.

Remarks 1. Terms with ’Reference’’ given in the column
of No. are terms transferred from the standard
given in the column of related standards-
without alteration.

2. Terms with mark * attached to the standard in
the column of reference standards have differ-
ent definition, expression, etc. from the stan-
dard concerned.

(1) Types
(1.1) Terms Relating to Uses
Reference
No. Term Definition . . Customary Related
English equivalent term standards
1101 shito Place for occupant to sit thereon, ac- seat zaseki *JASO B 801
v—} cessories included.
1102 raida shito, Seat for rider, rider seat furonto shito,:
SA4ET—1t mein shito
1103 passenja shito Seat for occupants other than the rider, passenger seat riva shito, *JASO B 801
Ry —) pirion shito,
tandemu shito

{1.2) Terms Relating to Shapes

Reference
No Term Definition
* . . Customary Related
English equivalent term standards

1201 shinguru shito Seat specialized for only one occupant, single seat sadoru *JASO T 801
TN v— ) {See Fig. 1)

1202 | daburu shito Seat for two occupants, double seat, dual seat *JASO T 801
EFrvs—E {See Fig. 2)

1203 separéto shito Seat for two occupants allowed to be separate seat *JASO B 801
L l— b — ) separated into rider seat and passenger

seat. (See Fig. 3)

Reference Standards: JIS D 0110
JASO B 801
JASO T 801
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Fig. 1

Single Seat (1201)

Fig. 2 Double Seat (1202)

Fig. 3 Separate Seat (1203)

{1.3) Terms Relating to Structures

]

(¢

Reference
No, Term Definition . . Customary Related
English equivalent term standards
1301 kaihei shito Seat allowed to open or shut with a *JASO T 801
BEEA ~— b simple operation,
There are available front-open,
rear-open or side-open types,
1302 dacchaku shito Seat allowed to be attached or detached
Bz ~— 1t with a simple operation,
1303 kotei shito Seat in construction not allowed to be fixed seat *JASO B 801
EE v— b easily attached or detached, and fixed
to the body.
(1.4) Terms Relating to Mechanisms
Reference
No. Term Definition
English equivalent Cu:ormary . s?:rligzzs
1401 zengo chdsetsu Seat allowing the position of the seat face | forward or backward *JASO B 801
shito or back rest to be adjusted forward or adjustable seat
B v — b backward,
1402 rikurainingu Seat allowing the tilting angle of the back | reclining seat *JASO B 801
shito ) rest to be changed for the occupant to
V7 3Z /rf =v7 select a proper sitting position.
s:/_
Refer- | takasa chésatsu A seat that can be adjusted in height, height adjustable seat JASO B 801
ence shito
(1.4 | 2@ o—
Refer- | Pawé shito A seat whose position or tilt angle can be | power seat JASO B 801
ence PG b adjusted by power.
(1.4-2)
2
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(2) Terms for Parts

{2.1) Terms Relating to Parts of Seats

Reference
No. Term Definition . . Customary Related
English equivalent term standards
2101 shito paddo Shock absorbing material composed of seat pad kusshon, *JASO B 801
w— bty K foam materials, felt, etc. (See Fig. 4) - shito
mein paddo
2102 sabu paddo Shock absorbing material supplementally | sub pad hojo paddo
HFaty K added to seat pad, (See Fig, 4)
2103 hippu sapdto Area for supporting the pelvis of -hip support sutoppa
t oy FHHE— b occupants. (See Fig. 5)
2104 bakku resuto Area chiefly for supporting the back of back rest semotare
Ry 7 VAL occupants, (See Fig. 5)
2105 amu resuto Part on which a passenger places his arm rest hijikake *JASO B 801
F—Ah VAL elbows to keep a comfortable position
(See Fig. 5)
2106 heddo resuto Part on which a passenger places his head rest
~z FVA b head to keep a comfortable position.
(See Fig. 5)
2107 passenja grippu Strap to be grabbed by a p_assengér to passenger grip ashisuto
R A keep his seating posture. {See Fig, 6} gurippuy,
. gurabu ba
FTY w7 '
gurabu reiru,
riva gurippu,
shito
sutorappu,
shito bando
2108 torimu kgba Skin forming the surface of seats, generic | trim cover reza
konpurito name covering wadding (2118), wadding complete konpurito
F Y AR A— cover (2119}, etc.
ERA AN Also called “cover complete’.
2109 hyohi Material composing the surface of the upholstery reza *JASO B 801
= K trim cover complete, (See Fig. 4)
2110 paddo kabéa Cover for seat pad placed inside the trim pad cover
Sy FHA— cover complete chiefly for the purpose
of water proof,
2111 dasuto kaba Sack-shaped cover put over the finished dust cover porikabéd *JASO B 801
KA YA A— product of seats chiefly for the purpose
of dust proof.
2112 botomu puréto | Plate composing the bottom of seats, bottom plate shfto
EraFr—1 (See Fig. 4) botomu,
sokoita
2113 shito hinji Hinge of the openable seat. (See Fig. 7) seat hinge
Sl N
2114 shito kotei Hook attached to the seat in order to seat hook fixing
fukku hold the seat to the body. (See Fig, 8)
Y— MEE 7 v 7
2115 shito kotei sté Stay attached to the seat in order to fix seat stay fixing
o— bERE A F— | the seat to the body. (See Fig, 8)
2116 shito maunto Elastic body existing between the seat seat mount cushion
k“’:“og N and the body, etc. in order to mount
Y—brRUY the seat, (See Fig. 4
g w¥aV ¢ 9. 4)
2117 tamabuchi String-like matter used chiefly as seam welt ueruto *JASO B 801
rELD ornament for trim cover complete. . paipingu
{See Fig. 9) :
2118 wadingu Soft material immediately below the wadding *JASO B 801
vF 4T upholstery used to give waving design
patterns and soft texture to the trim
cover complete. (See Fig. 9)
2119 wadingu kabé Fabrics, films, etc. below the irregular wadding cover *JASO B 801
v 4 w7 n.i— | of trim cover complete holding the
1 wadding. (See Fig, 9)
2120 morudingu Belt shape ornament given chiefly on the | moulding. *JIS D 0110
E—AF 4 VS side face of seats. (See Fig. 10}
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Fig. 4

sub pad (2102) uphoistery (2109) seat pad (2101)

bottom plate (2112) seat mount cushion (2116)

Fig. 5
head rest (2106)

arm rest {2105)

hip support (2103)

Fig. 6

. passenger grip {2107}
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