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KES A-AQ002

1. Scope of Application
“This standard specifies the style manual for KIA engineering standards.

. Meaning of Terminology

Meaning of terminology used in this standard shall be as follows.

(1) Text Body
Part being formal main body in engineering standard

(2) Attached Text
One that is the subject of standard in the respect of contents, but especially arranged in a scparated
way for expressional convenience and put in order collectively.

(3) Explanation |
One that explains items recorded in text body, attached text and those related thereof. It 1s, however,
not a part of standard.

(4) Article
Indicates individually-seperated regulation that forms the construction part of text and appendix
collectively. It consists of sentence, figure, table and formula. Each one shows a comprehensive
requirement and item to be considered.

(5) Text
The sentence being the subject of construction part in article. -

(6) Remark
Things that are recorded separately to avoide being complicated by putling them directly Into text,
figures and tables.

(7) Nolte
Giving specific statement under note mark for the part carrying nole index at text, remark, figure
and table,

(8) Example
Giving examples for the items in text, remark, note, figure and table to help understand them.

. Construction of Engineering Standard

As a general rule, only the text body is classified as an engineering standard. When on appendix 18
needed, "appendix" shall be labeled and recorded just next to the text body. Also an explanation may be
added to engineering standard. It is a rule that "explanation” shall be pointed placed and put next to text

bocy (or next to appendix, if applicable). -‘ , >
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4. Specified Item in Engineering Standard
4.1 Specified Item in Engineering Standard
Specified items in engineering standards shall be decided according to each definition by KES
classification Syslcm and arranged to avoide rcpililion and omission.
4.2 Name of Engineering Standards .
Names [or standard or criterion shall be given to show clearly the object specified in standard.
4.3 Scope of Application

Scope of application shall be specified in standards to record the outline of contents specified in

each standard. ..

Also, seperately from the scope of application, the purpose for establishing the standard may be

indicated.

4.4 Meaning of terminology

4.4.1 When the need arises to clarify the specifications in standards, A column of "Meaning of
lerminology"” ma'y'jbc created and used for specification of terminology used in the standard
in following case:s as shown below. The column of "note" or “remark"” may also be used for
specification, if considered convenient. .

(1) Special terminology used in specific standard only.
(2) The meaning of terminology is modificd to mean more or less than those specified in
other standards of terminology.

4.4.2 Even though the term has the same meaning as specificd in other standards of terminology,
the meaning can be recorded over again in the standard, if advisable. And "Reference” may
bc added [or recording the number of standard quoted.

4.4.3 Meaning of terminology shall be shown by a form of a noun phrase, not by a form of
sentence.

Ex. "Text Body" : Text body means the part which is the formal description in engincering

standard” should be replaced by a noun phrase of.
“Text Body : The part carrying formal description in engineering standards”.
4.5 Othcers ' '

(1) Rquirements shall not be specified in the columns of scope of application and mcaning of
lerminology (except for the standard of tenminology). Such specifications as performance,
appearance, dimension, matcrials and surface treatment which specify the conditions of
products

and frequently repeated in standarde may be arranged in the form of attached tables.
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S. Method of Description

(1) Description
Only Korean scripts shall be used for description in standards and they shall be arranged in
paragraphs according to articles.

(2) Literary style
Style of the sentences shall be the easy one to understand.

(3) Placement of words and lines
The lines of words shall be written from Ieft to right latterally.

6. Characters of Description and Terminology
6.1 Characters of Description

(1) Characters _
Kbrean characters shall be used where whords of technical terms and expressions in

source language may be inserted in parenthesis if considered helpful 1o undersitand.
(2) Hz.lngul (Korean Characiter)
Hangul shall conform to Hangul Uniform Code.
0.2 Terminology
Predicates and specified terminology shall be written down with preference to the terminology
defined by Council of Industrial Standards, and terminology of science and technology defined by
the Ministry of Science and Technology in order.
6.2.1 Usage of "or more", "or less”, "over" and "below"
The expressions "or more”, "or less”, "over” and "below™ are used as follows:
(1) "ormore" and "or less”
"or more" and "or less" includes the figure or fect preceding.

(2) "over" and "below" |

“over” and "below" do not include the things preceding.
0.2.2 Usage of "and"”

Usages of "and" are as follows.

(1) When 2 words appcar side by side, "and" is placed between them to concert them. In the
case of 3 or more words, comma shall be placed after each word but "and" is used
between the last two words. But when "etc"” is used at the end, "and" is not used but
comma is used after each word and shall not use punctuation aflter "etc".

Ex: shape and dimension ' 3
shape, dimension and weight
shall have no crack, puncture, {laws, elc.
(2) "And" is used for conjunciton between phrases preceding to and following after "and".

Ex: Appearance, dimension and weight and allowed difference of them
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6.2.3 Usage of "or"

Usages of "or" are as follows.

(1) "Or" gives options between the words or statements sided by the "or". It is used to
connect 2 parts sided by it. When 3 or more appear, comma is uscd after cach heading
word and "or" is used just before the last word. '

Ex: Tantar coaling or zinc coaling; lantar coating, zinc coating or chrominium coatin

(2) Itis also used to give options between phrases which appear side by side.

Ex: Unless lantar coaling or zinc coating is done, or resinous painting with brush or
with spray is done ...
6.2.4 Usage of "if", "when" and “time”
Usage of "if", "when", and "time" are as follows.
(1) "If* and "when"
"If" and "when" indicates assumed conditions. But when 2 different assumption are
necessary, 11" 1s used for broader condition and "whén“ for smaller delinition.
Ex: 1 Ifitis a casc of thermometer method.... when the electric molor is opcrated
without load....
2. If the seam reaches fire, it shall be done as follows.
3. When the body is thicker over 16 mm ....

(2) "Time" o
"Time" is used o clarify the time or the hour of an event.

Ex: From the time of initiating the measurement ...
0.2.5 Usage of "from", "to_"" and "than”

"From"™ and "to" indicates starting point and finishing point of time, location, clc.

respectively and both hold the previous numberical value "than" is used only for comparison

and does not include the positive value referred.

Ex: Length measured from the end...

From the begining of measuring....
When the avcragé'of X1 1s bigger than that of X2....
One set of 18 color-numbered from 1 to 18....

6.2.6 Usage of "except" |

"Except"” is used to indicate facts or values excepied from the text.

The use of "except" does not require line shift.

Ex: It shall be recorded on the [inal a drawing whether it'is 3 angle-method or 1 angle-
method, exceplt the case of no fear for misunderstanding.

6.3 Modifications of Predkate at Sentense-end
The style of predicates punctuating a sentense shall be modified as ncccssﬂry as follows.
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