KIA LOGO Marking

Contents

1. Scope of Application
2. The Type of Symbo! Mark
3. The Size of Symbol Mark

4. Symbol Mark Applied Part

5. Symbol Mark Marking Method for Each
Manufacturing Processes

6. Priority Order of Marking Method and the
Type of Symbol Mark

7. Relative Dimension for Each Marking.
8. Marking of Part No.

9. The Mark size and Location of Vendors

10. Marking Location of Symbol Mark and
Marking Method on Drawing

<Attachment> E
Symbol Mark and Applicagk
No. Marking.

KES A- A011

(EST)2000-01-18



http://www.avadocuments.com/doc/kia-kes-a-a011-1900
http://www.avadocuments.com/doc/kia-kes-a-a011-1900

KES A-AQ01

1. Scope of Application
1.1.  This standard is for marking of KMC symbol & part number on part supplied for after
service or OEM of commercial & passenger car.

1.2.  Among the part of attached is define to the part used by KIA and other maker together

2. The Type of Symbol Mark
The symbol mark used by KIA and Hyundai is 2 types like as <Table 1 >
<Table 1 >
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3. The Size of Symbol
The size of symbol using KIA Motors is 4 types like <Table 2 > and designer can decide the size
for special part which needs special size symbol
( When mark KIA & Hyundai symbol at same time, the size shall be same)
<Table 2 >
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#1 10 14
#2 17 23
#3 24 32

4. Symbol Mark Applies Part

The part needs symbol mark is same as attachment. When other part is added, the list shall be
recorded on this standard

5. Symbol Mark Marking Method and the Type of Symbol Mark

5.1. The symbol mark applied to KIA Motors can be selected according to marking space and

manufacturing process but the priority shall be considered.

9.2. The part marked KIA & other maker together shall be marked the symbol of both makers.
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