KES

Graphical Symbols
for Process Chart KES A-A201A

(EST.) 1964 ~ 10 - 07
(REV.) 1988 - 05 - 25

Contents

1. Scope of Application
2. Basic Graphic Symbols
3. Sub-Graphic Symbols

Reference

q Remark

KIA KIA MOTORS

Documents

Document Sharing Hub

e - JEI IR, — et e e megmme— -

 Ful document detail; KIA KES ABBDTG, - 1153 177 T



http://avadocuments2026.com/doc/kia-kes-a-a201a-0
http://avadocuments2026.com/doc/kia-kes-a-a201a-0

KES A-A201A

) 1. Scope of Application
‘ This standard shall regulate significant symbols to be used commonly in case that

the course of change is indicated with a graphics about raw matenals, materials,
parts or products to be used within a series of production process and each process
of things (scheme drawing, systematic drawing, analysis drawing, documents of
indication etc) to be used a scheme of production process, analysis, establishment,

indication in mining and manufacturing industries.

2. Basic Graphical Symbols
2.1 Classification of Process
In the production process, basic elements of works shall be classified with processing,
transportation, stagnation and inspection.
A series of process shall be indicated connecting symbols of each process with a
solid line. When several processes are indicated within a san{e chart, processes of
a same purpose shall be indicated with a solid line, the others shall be indicated a
Q, * fine line.
2.2 Processing
Processing shall be a condition that raw matenals, materiais. parts or products are
disposed by a physical change (including assembly) or a chemical change according

to the purpose of work or are ready to the next process, this shall be indicated as

- O

follows.

2.3 Transportation
Transportation shall be a condition to bappen when places of raw materials.

materials, parts or products are changed, this shall be indicated as follows.
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The size shall be 1/2~1/3 of the diameter of the processing symbol,
When this symbol is confused with the processing symbol, the next symbol may he

used.

But the direction of this arrow symbol shall not be the flow of Drocess.

2.4 Stagnation

Stagnation shall be a condition that raw materials, materials, parts or products are

waited or stored nt_aither processing nor inspection, this shall be indicated as

follows,

-

L

When stagnation, waiting or storage have to be classified, the next symbols may be

used.

Storage of raw materials, materials or parts

Storage of products or returned goods

Time lag or stagnation

44d b

' Waiting or lot waiting

2.5 Inspection shall determine whether it is good or not comparing the result with 2

standard after measuring raw materials, materials, parts or products according to

a method, and also preparation and arrangement accompanied by this are included.

r

This shall be indicated as follows.

When inspection means quantity, the next symbol may be used.

]

When inspection means quality, the next symbol may he used.
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) And also when inspection means both quantity and quality, this symbols shall be
i . . .
v combined but the outside symbol shall be first.
@ In case of the quantity inspection considering quality at first.
@ In case of the quality inspection considering quantity at first.
3. Sub-~graphical symbols
The next symbols may be used as sub-graphical symbols if necessary except basic
graphical symbols.
(1) Division as the department concerned
In indicating the process of production, the department concermed may be divided
because of management. The next broken line may be used with a line to
indicate the series of process, it indicates the division of the department concerned.
(2) Division of persons in charge
f In indicating the process of production, the next symbol may be used to indicate

the replacement of persons in charge, work shifts.

(3) Omission cf the indication of process
A part of the series of process may be omitted and indicated, in this case the line

of the series of process shall be stopped and the next symbol shall be indicated.

(4) Disuse
In the process of production, raw materials, materials, parts or production may be
disused, in this case x symbol shall be used at the end of a line of the series of

PIracess.
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