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1. Scope of Application

This standards specifies lettering for technical drawing for parts of automobiles.

2. General Items

General items on lettering for technical drawing are as follows.
2.1 Shall be Easy to Read

Every letter shall be written definitely in order that they can be read exactly. Lettcers written by

pencil shall be in harmony with density of lines which is used in fi gure.
2.2 Shall be Uniform

Letters of same size shall be written with lines uniform in size as possible.
2.3 Shall be Suitable for Micro-Filming.

Size of letters and space between them shall satisfy following conditions in order that even
microfilmed copy of drawing can be read exactly.

(1) Space between letters shall be a third or more of height of letters.

EXx: I , a half or more of height of letters

)N IV [ | ST

(2) Space between lines of letters shall be a half or more of height of letters.
| f 1
Ex: A half or more of height of letters a halt or more of height of letters

(3) Size of letters to that of drawing shall be as follows.
* Drawings of A; and A, A,
Chinese characters, Korean characters ......... 4.5 or more mm high
Roman characters, Arabic numbers .............. 3.15 or more mm high

(4) Space as 2 times as Korean's or Chinese' shall be secured in order that English can be writicn
down together with them when the drawing requires it.

3. Letters
3.1 Chineses Characters

Chinese characters shall be conformed to following.

(1) Chinese characters and usages of them are ruled by the table of Chinese characters in common
use. But simplified characters shall be used for chinese characters of 16 or more strokes.
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(2) Gothic type is standard for calligraphic style of Chinese characters and they shall be written
vertically.
3.2 Korean Characters
Gothic type is standard for calligraphic style of korean characters and they shall be written
vertically.
3.3 Numbers and English Letters
Numbers and English letters shall be used as follows.
(1) For the most part Arabic numbers shall be used as numbers.
(2) As to English letters, capital letters of Roman characters shall be used. But small letters can be
used where the special need is aroused in addition to the case of codes.
(3) Anyone of Italic types of J style (Attached Figure 1) and B style (Attached Figure 2), or a
standing type of B style (Attached Figure 3) can be used as a calli graphic style for numbers and
English letters but they shall not be mixed except where especially needed.
Remark  Italic types of J style and B style are written at incline of 15° toward the right side
out of the vertical.

4. Size of Letters
4.1 Indicating method for sizes of letters
Sizes of letters are indicated, as a rule, by names according to the height as shown in below.
(1) Chinese characters, English letters; Standard height of letters from the center of line-width

(figure 1)
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Fig. 1 Standard height of numbers and English letters

Remark: Basic height ratio of letters are same in both types of J and B.

4.2 Kinds of Names by the Sizes of Letters
Types of names by the sizes of letters are as follows. Namely, it is advisable to select out the size

close to these where the fixed types, such as printing types, are used.
(1) Chinese characters: 3.15(), 4.5, 6.3, 9 mm
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