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1. Scope of Application

This standard specifies the marking of lamps fo: = ..itomobiles

2. Purpose

This standard aims at sécuring the proper quality by promoting the standardization of

specifications regarding various markings for Automobile lamps.

3. General Items

3.1 The items not mentioned in this standard shall be indicated on the drawihg in dimensions.
3.2 Marking shall be based on the indications on

3.3 Unless noted otherwise, all letter styles shall be in Gothic type.

4. Marking
4.1 Kia mark ( General )

0.4
0

3.5 -

Remarks

1. Unless noted otherwise, the size of the mark shall conform t0 3.5 X 6.8.

2. In principle, this Kia log type shall be produced, without fail, on the basis of either photo-

regenerauon based on regeneration material specified in the appendix of the
projection produced by slide film.

C.I manual or

4.2 Kia Motors mark
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Remarks

1. Unless noted otherwise, the size of this mark shall conform to 3.5 X 20.8.
2. In principle, this Kia Log Type shall be produced, without fail, on the basis of either photo-

regenerauon based on regeneration material in the appendix of C.I manual or projection produced
Dy slide film.

4.3 Kia mark (in case of marked by impression. )

il
.
b
r 1

6.4

(Glass: 9.8)
4.4 Numbers and alphabet letters

A B G _ however, l
1.5 0.8 2° __.!..ﬂ

(2.3) :E (0.5)

Remarks

1. Dimensions indicated in () shall be applied for glass only, while the dimensions without ( ) are‘.

common dimensions for plastics, iron plates, and glass.
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4.5 Letter Style (Number)

All the letters shall be written in the following letter style except for the letters (number) in & and

1234567890

However, in the case of ® and (€] ,only the numbers 1 and 7 shall be different from the above

lenter style. (In case of glass, letter s1 and 7 are identical to the above letter stvle.)

4.5.1 Size of letters (including alphabets )

O__2l
ll_b

2. According to marking
a. Specification of dimensions for "a" only :

b. Specification of dimensions for "a" and "b" : Example ) a=3, b=2

4.6 Dimension indication point and slope angle of mark

15°
7 Dimension indication point
0. 25| / /
<

4.7 Type No.(Device No.)

L for the left

(However, if R and L are to be indicated on the locations other than where those letters are

supposed 1o be indicated, the R and L can be omitted in this circumstance.)
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1. In case of presence of 1. 26-1.2n (nis number of 1)
2. The number of left lamp shall be the basis,

3. The device no. shall be the basic part number of Kia.

4.8 Nationality Mark

(Glass: 14.3)
4.9 SAE ID code (indication of lamp function)

oAE AIRQS®@T 89

!

PO 2

4.10 TOP mark

3.2*34

KES A-B0O06

4.11 Voltage mark
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4.12 Dot mark (Specification of North America)

* However, the size of the mark shall be 5.5 X 14 for stamps.

4.13 R and L indentification marks

N[ o o o o

Type 5, 7 and 10 shall be applied for stamps,

The largest possible sizes shall be preferred.

4.14 Indication mark for bulb

13 1.5 4.1 2.5 4.9 1 11.8
3
EUROPE : P21/5W 12V 21 /5W
UsSa . 1157.
| 7.5 ] o
o
JAPAN : 12V23/8W
' 13 ’
KOREA : 12V21/5W
10.3
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